ADDENDUM NO. 2

CITY OF HIALEAH
DEPARTMENT OF PUBLIC WORKS
3700 W 4 AVE
HIALEAH, FLORIDA

February 17, 2015

TO ALL CONCERNED

_-The original Coniract Documents, for the Project entitted CITY OF HIALEAH - PUBLIC WORKS
COMPLEX-PARKING LOT-PAVING, DRAINAGE AND SITE LIGHTING-BID# 2014/15-3230-00-024
is hereby amended as noted in this Addendum No. Z.

This Addendum No. 2 consists of 2 Typed Pages, 1 Sketch, 30 Attachments, 0 Specifications and 0 Drawing.
All other items and conditions of the original Contract Documents shall remain unchanged. This Addendum

shall become a part of the Contract Docurpents. ‘
Approved for issue: % Date: February 17, 2015

Vicente )E(’odriguez ~ Director /

ACKNOWLEDGEMENT

Receipt of this Addendum No. 1 shail be acknowledged in the space provided on the ADDENDUM RECEIPT
FORM (ARF) (copy attached) now a part of the Contract Documents and to be faxed immediately to City of
Hialeah @ (305) 687-2642 and submitied with sealed bids.

IN THE CONTRACT DOCUMENTS:

1. Please revise “ADVERISEMENTS AND INVITATION FOR BIDS” forms as follows:

Sealed, written bids will be received by tke office of the City Clerk of the City of Hialeah, Florida,
501 Palm Avenue until 11:00 a.m., Tuesday, March 3, 2015, at which time all bids will be publicly
opened and read aloud ir the Council Chambers for furnishing the following:

RESPONSE TO RFI'S FROM BENSON ELECTRIC INC. DATED 2/9/15:

2. Are there spare breakers for all the circuits shown?
There is space in the existing panel for additional breakers. The electrical contractor must provide

and install the new breakers.
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Note #4 on sheet E1.1 is calling for 2-2" conduits to new scada room, are these 2-2" conduits stubbed
out, if so where is there location, if not please supply the drawing(s) to show location of Scada room and

location where conduits are to be located.
Please disregard this note; this will not be part of the electrical scope of work.

Please provide information on site poles, such as heights, wind load calcs., tennon size, etc..
Please refer to the attached submittals for the existing site light poles and fixtures. The new poles
and fixtures are to match the existing,

Please provide information on fixture head type. None shown.
Please refer to the attached submittals for the existing site light poles and fixtures. The new poles

and fixtures are to match the existing.

On sheet B5.1 detail #7 calls out for selected back fill, please clarify what selected backfill is.

: Clean sand fili

10.

11

It was mentioned in the pre-bid meeting that's there is conduit(s) stubbed out for the site thting, there
will need to be 2 conduits to accommaodate all the circuits shown to avoid derating. Can you please
verify this and the location where these conduit(s) are stubbed out, may need to install a J-box to avoid

to many 90's.
Please refer to the attached sketch which shows the location of 7 existing 2” conduits.

CLARIFICATIONS:

Please be advised that all electrical contractors must submit their bids as part of the engineering
contractor’s bid. The City will only accept one bid for the complete scope of work.

The new Treatment Compound will be moved to the NW comer of the site. The area where the
Treatment Compound is currently shown will be paved with asphalt. :

The concrete slab shown on the west side of building 1A will be paved with asphalt to match the
parking Iot area. The concrete slab has been deleted from the scope of work.

The electrical contractor will be responsible for the design/engineering of the electrical system and the
processing of the drawings through the building department for permitting.

PAGE2OF2
END OF ADDENDUM No, 2




ADDENDUM RECEIPT FORM

CITY OF HIALEAH
PUBLIC WORKS COMPLEX
3700 W 4 AVE
HIALEAH, FLORIDA

CONTRACTOR’S NAME

ADDRESS
PHONE NO. FAX NO.
CONTACT NAME E-MAIL

THE BIDDER ACKNOWLEDGES RECEIPT OF THE FOLLOWING ADDENDUM BY SIGNING
AND DATING BELOW: (COPY OF THIS FORM MUST BE FAXED AND IMMEDIATELY TO CITY

of HIALEAH @ (305) 687-2642

ADDENDUM SIGNATURE DATE

2

PUBLIC WORKS COMPLEX-PARKING LOT
PAVING, DRAINAGE AND SITE LIGHTING
BID #:2014/2015-3230-000-024

ARF
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SESCO ighting

SESCO’S GUARANTEE TAKES THE ill OUT OF illUMINATION®

HIALEAH WATER & SEWER
PHASE 1 & 2 REVISED

PROJECT # 12-0008F2C

LINK CONSTRUCTION GROU! .

THIS REVIEW IMPLIES GENERAL CONFORMANCE WHTH
CONCEPT OF THE PRDJECT AND WITH INFORMATION G
CONTRACT DOSUMENTS OMLY, REVIEW OF THE SUB
LINK CONSTRUGTION GROUP.ING, 18 NOT TO BE INTERFRE
DETAILED INVESTIGATION OF iNFORMATION PROVIDJES
BUBMITTALS OR AS APPROVAL T0 DEVIATE FROM THE RE(

OF THE CONTRACT DOCLIMENTS. g

] REVISE AND RESUBMIT ’APPROVED AS S -': .
T} APPROVED AS NOTED {7} REJECTED AND HEE
] REVIEWED

oare: 11/ 23/i2, prosecr. 1208
BY: 2 .. SUBMITTAL : LA
< K-Seo

SUBMITTED TO:

ARCH.: HARVARD JOLLY
ENG.: SGM
ELEC. CONT.: G & R ELECTRIC

737 SHOTGUN ROAD, FORT LAUDERDALE, FLCRIDA 33326
{954)474-9888 FAX (954) 474-9773 '

E-MAIL: FTLAUDERDALE @SESCCLIGHTING.COM WEB: WAWWW, SESCOLIGHTING.COM

Atlanta, GA. - Fort Myers, FL. — Jacksonviile, FL..- Jupiter , FL— Winter Park{HQ), FL. ~ San Juan, Puerte Rico - Tampa, FL -

West Palm Beach, FL - Knoxville, TN.. Chattanoaga, TN. — Nashville, TN.




SESCOghrting

SESCO’S GUARANTEE TAKES THE ill OUT OF ilUMINATION®

HIALEAH WATER & SEWER
PHASE 1 & 2 REVISED

PROJECT # 12-0008F2C

SUBMITTED TO:

ARCH.: HARVARD JOLLY
ENG.: SGM
ELEC. CONT.. G & R ELECTRIC

737 SHOTGUN ROAD, FORT LAUDERDALE, FLORIDA 33326
(954)474-9888 FAX {954) 474-9773
E-MAIL: FTLAUDERDALE @SESCOLIGHTING COM WEB: WWW.SESCOLIGHTING.COM

Atlanta, GA. - Fort Myers, FL. — Jacksonville, FL. - Jupiter , FL.— Winter Park(HQ)}, FL. - San Juan, Puerto Rico — Tampa, FL =
West Palm Beach, FL - Knoxville, TN.- Chattanooga, TN. — Nashville, TN.




SESCO Lighting

WE TAKE THE #if OUT OF ifUMINATION

Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED #

12-0008F2C
Contents - November 13, 2012

SRR

G18 1-3XL- 400P8Mml:

Ly

CDBL  Gardco - W@Gm 2-4XL 400PSMH-VOLT-STD FINISH PTF2-2 ADV. VOLT & FiNisH

Sesco - Fort Lauderdale 737 Shotgun Road Fort Lauderdale FL 33326 p: 954-474-9888




SESCO Lighting G18-1-2XL-400PSMH-VOLT-STD Type:

Description:

737 Shotgus foad, R, La:&asereale,;igi:ﬂzs FINISH-HS-PTF2-1
R GST T B Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Notes:  ADVISE VOLTAGE & FINISH

Job:

Type:

Notes:

Gullwi

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems U WI ng
Page 1 of 3 G18 Area Luminaires
The Philips Gardce Gullwing is an area luminaire defined by its sleek profile and rugged construction. The housing
is one-piece, die cast aluminum and mounts directly to a pole or wall without the need of a separate support \_

arm. The multifaceted arc-image duplicating oprical systems provide IES Types |, li, I}, IV and V distributions. The
door frame is single-piece diecast aluminum and rewins an optically clear tempered flat glass lens. The luminaire
is completely sealed and gasketed preventing intrusion from moisture, dust and insects, Gullwing luminaires
are finished with a fade and abrasion resistnt TGIC powdercoat, Flat glass lens luminaires provide full cutoff
performance. Sag Lens luminaires provide cutoff performance.

PREFLX

MOUNTING DISTRIBUTION

_ .WATTAGE YOLTAGE Fllfli.Sﬂl OPTIONS
400PSME el FINISH

Enter the arder code inta the appropriate box above. Note: Gardco reserves the right to refuse o configuration. Not off combinations and configurations
ore valid, Refer to notes below for exclusions and imitations. For questions or concerns, please consult the foctory.

PREFIX MOUNTING DISTRIBUTION (See NOTES befow)

8  BhGlillwing ,'1 ‘Single i Bole Maifnt T
2 Twin Pole Mount at 180° ,'?.X_l_.'
2@90 Twin Pale Mount at 90° 3XL Type lll, Horizonzal Lamp
3 3-way Pole Mount 2t 90° 4XL Type IV, Horizonual Lamp
3@120°  3-way Pole Mount at 120° BEC Backlight Control
4 4-way Pole Mount Q Type V, Horizontal Larmp
w Wail Mount, Recessed [-Box AF! Concentrated Optic for
WS Wall Mount, Surface Conduit Automotive Front Row Applications
WATTAGE YOLTAGE
100MH* 250PSMH © 350PSMH' © 875PSME" 120 240 347
Pulse Start MH : AL
Magnetic Balast 150MH? 250PS90%* Ely400PSMH® © 208 277 480
& 175PSMH ©  320PSMH @  7SOPSMH" 200-277 CMPE MCE and #SE types oaly.
Standard MH 175MH: 250MH" 400MH"
Magnetic Ballast
CosmoFolis NOTES:
FOCMPE 1. Not available above 400 watls,
H0CMPE
Blectronic System 140CMPE 2. Avalable in 2 HOMCE. 3 1SMCE. 2507590,

(See Notes 6,7,8.%9 250PSMH and 400PSMH wartoges only.

MasterColer Elite T OMCE-3K & 3ISMCE-IK T 3. Requires E28/BT28 lamp.
Electronic Systent 4. Furnished with sog glass lens only

‘See Notes 6, 7.9 U GMCE-4K - 3I5MCE-4K &3 5. Mogul base iamp required

fee Nowes 67710 6. 347V and 480V CMPE and MCE systens
Pulse Start MH intlude ond require 0n auxiliiory ronsformer.
Electronic Balost {S0PSE & 175PSE & 25OPSE © IZ0PSE & 7. CosmoPolis and MasterCalor Elite Systems

are supplied with fomp.

{See Note 9} Available wi i
ETTITT T T EoNPS 8. with LumiStep baffast Optien. see page 2.
g e S ket
- - '3 1 WM G

Magnetic Baifast 100HPS 250HPS 600HPS “4K" suffix specifies o 4000°K lamp.
Low P!ESS!:II’E Sodium I5LPS

Magnetic Baflast

= [75MH. 250/MH and 400MH not available for sale in the United States. [—!

<% 250PSY0 inchides o 90% efficient magnetic PSMH ballosi, meeting the requiremenis of
Caiifornio Title 20, effective 11112070

Wattages marked with Circle “E"” meet federal energy efficdency standards
applicable to 150 wout through 500 wont metal halide luminoires only.

1611 Clovis Barker Road, San Marcos, TX 78666 pH B E-E ps
(B06) 227.0758  (512) 753-1000 FAX:(512) 753-7855 sicelighting.cam
© 2012 Koninklijke Philips Electronics N.V. Al Rights Reserved.

Fhilips Gardco reserves the right to change marerials or medify the design of its praduct withaut
notification as part of the company’s continuing product improvement program. GARDCO

79115-85/0612




Type:

G18-1-2XL-400PSMH-VOLT-STD

FINISH-HS-PTF2-1
HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

SESCO Lighting

737 Shotgun Read, R, Laiderdale, FL 33326
Tel: {9591 4749863 Fw. {554} 478-9771

Description:

Project:
Notes:

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 2 of 3 G18 Area Luminaires
FINISH QPTIONS
BRP Bronze Paint F" Fusing In Head TRI"™  Single Transiion
BLP Black Paint LF In-Line/In-Pole Fusing TR2®  TwinTransition
WP Whice Paint pC" Photocontrol and Receptacie ,’-PTFT’ ‘Polé Top Fittér =2 3/87 = 3" Dia. Ténoh
. . PCR Photocontrol Receptacie only PTF3"” Pole Top Fitter - 3 - 3 1I2" Dia. Tenon
NP Natural Aluminum Paint
. . POLY"  Polycarbonate Sag Lens PTF4"  Pole Top Fitzer - 3 1/27 - 4" Dia. Tenon
oc gf::{?gﬁnia?;:tgﬁf?:ﬂt s5G" Sag Glass Lens SQPTF?® Square Pole Top Fitter
RAL ex- CC-LCP or OC RAL?DM—' HS: tncermal Hotiséside Shield GMR?  Provision for Gardco Motion Response
7 R
sc Special Paint Qs® ) Quartz Standby - L6n Lum!Step Ballast 6 hour
Specify. Must supbly color chip, QST Quarrz Standby - Timed Delay L8 LumiStep Ballast 8 hour
Q924°  Quartz Emergency 110" LurniStep Ballast 10 hour
QT924° Quartz Emergency - Timed Delay ’
# See QsiQaLd fobke RPA1™ 3" Round Pole Adaprer
11. Not available obove 460 woit. P
12. Not availoble in 480V, RPA2"™ 4" and 5" Reund Pole Adapter
Frovide specific input vollage. MEF"7 Mast Arm Fiteer

13. 250W maxirtum. Polycarbonate lenses

carry g 1 yeor warranly only.
14. In fieu of flat glass. Supplied standord ond required with 750 wait and higher watigges.
15. Required for 3" O.D. round or tapered round poles where top G.D. s Jess than 47

16, Required for 4°- 5" 0.0 round poles.

17. Mounts te o 2-3/8" Q.0. mast arm. 175 watts or less 100 Watts
18. Mounts to o 2-3/8"Top Tencn. Specify o pole with a 450" Q.0 fer a smosth transition.

19. Not availgble in 120° mounting configurations. Above 175 watts 150 W
20. Requires a 2-3/18"0.D. x 4" tenon or ¢ 24" round pole top O.D. Specify Drilling {1, 2, 2@90, 3 or 4 only) up to 400 watrs e

21.Availoble only with 175PSiMH through 400PSMH and 150HPS through 400HPS wattoges. Inciudes
duak-level capacitor and wiring to connect to Gordco Motion Respense System.
22. Available with CosmaPolis system onfy. See subsittol sheet GEZ00-005 for complete information on LumiSted hollosts.

DIMENSIONS AND EPA

HID

"Maximum Quartz. - -
Lamp Warts

Lamp Watts

@5, QST Q924, QT924 are ot avaitoble with CMPE, MCE or
PSE wattages of in lumingires above 400 wotts HID.

nn -
80.01 cm

[-—

18"
45.72 cm

t

6 1/2"

11 42"

16.66 cm

—

29.21 cm

l

(W]

1611 Clovis Barker Road, San Marcos, TX 78666

(800) 227-6758 (512) 733-1000 FAX:(512) 753-7855
© 2012 Keninklijke Philips Electronics N.V. All Rights Reserved.
Philips Gardco reserves the right ta change raterials or modify the design of its product without
notification as part of the company’s continuing product improvement program.

79115-85/0612

sitelighting.corm
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G18-1-2XL-400PSMH-VOLT-STD

Type:

SESCQ Elghﬁﬂg Description:
737 Sholgun faed, 7 Lagderdil, FL 33328 FINISH-HS-PTF2-1
IR SRR T (05 73R Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C
Notes:

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 3 of 3

SPECIFICATIONS

G18 Area Luminaires

GENERAL DESCRIPTION: The Philips Gardco Gullwing is an
area luminaire defined by its sleek profile and rugged construction.
The housing is one-piece, diecast aluminum and mounts directly
to a pole or wall without the need of a separate support arm. The
multifaceted arc-image duplicating optical systems provide 1ES Types
L, L1 IV and V distributions. The door frame is single-piece diecast
aluminum and retains an optically clear tempered flat glass lens. The
luminaire is completely sealed and gasketed preventing intrusion from
moisture, dust and insects. The Gullwing luminaires are finished with a
fade and abrasion resistant TGIC powdercoat.

HOUSING: A one-piece die cast aluminum housing mounts directly
to a pole or wall without the need for a support arm. The low profile
rounded form reduces the effective projected area of the luminaire w only
1.2 fe2i 41 mi

LENS ASSEMBLY: A single-piece diecast aluminum lens frame
hinges down from the housing and is secured by a stainfess steel
lanyard and hinge pin.

An optically clear, heat and impace resistant tempered flat glass lens is
mechanically secured with eight retainers. The electrical and optical
chambers are thoroughly sealed with a one-piece memory retentive
hollow-core EPDM gasket to prevent intrusion by moisture, dust, and
insects.

OPTICAL SYSTEMS: The segmented optical systems are
manufactured from homogenous sheet afuminum which has been
electrochemically brightened, anodized and sealed. The muitifaceted
arc image duplicating systems are designed to produce IES Types | {1),
1 {2XL), 11 (3XL), IV (4XL and BLC), and V (Q). With the 2XL, 3XL
and 4XL luminaries, the reflector facets form a conical fan around the
arc tube with each facet positioned to be precisely tangent to the top
of the arc tube.

The lampholder is glazed porcelain with a nickel plated screw sheil.
Position-oriented mogul base sockets to accept high output horizontal
metal halide lamps are supplied standard.

EELECTRICAL: All electrical components are UL recognized
and factory tested. Electronic and magnetic HID ballasts are high
power factor and mounted on a unitized tray with quick electrical
disconnects. Magnetic HID ballasts are the separate component type.
Electronic and magnetic HID ballasts are capable of providing reliable
lamp starting down to -20°F [ -29°C.

Luminaires provided with the CosmoPolis or MasterColor Elite high
performance ceramic metal halide electrenic systems include high
power factor electronic ballasts, designed specifically for the system
selected.

FINISH: Each standard color luminaire receives a fade and abrasion
resistant, electrostatically applied, thermally cured, triglycidal
isocyanurate {TGIC) textured polyester powdercoat finish. Standard
colors include bronze (BRP), black (BLP). white (WP}, and natural
aluminum {NP). Consult factory for specs on optional or custom
colors,

LABELS: All luminaires bear UL or CUL (where applicable) Wet
Location fabels.

WARRANTY: Philips Gardco luminaires feature a 5 year limited
warranty. See Warranty Information on www.sitelighting.com for
complete details and exclusions. Polycarbonate lenses carry a § year
warranty only.

FULL €UTOFF PERFORMANCE: Full cureff performance means 2 luminaire distribution where zero candela intensity occurs 2t an angle at or above 30° above radir -
Additionally. the candela per 1000 lamp lumens does not numerically exceed 300 (10 percent) at a vertical angle of 80° above nadir. This applies 1o all lateral angles around the

luminaire.

CUTOFF PERFORMAMNCE: Cutoff performance means a luminaire distributian where the candela per 1000 lamp lumens does not numerically exceed 25 (1.5 percent) at an
angle at or abave 90° above nadir.and 100 (10 percent) at a vertical angle of 80° above nadir. This applies 1o all laveral angles arsund the luminaire.

PHILIPS
G carpco

161 Clovis Barker Road, San Marcos, TX 78666

(800) 227-0758 (512} 753-£000 FAM:(512) 753-7855
®© 2012 Koninklijke Phiips Electronics N.V. All Rights Reserved,
Philips Gardco reserves the right te change materials or modify the design of its product without
notification 2s part of the company's continuing product improvement program.

sitelighting.com

79115-85/0612




SESCO Lighting |oecies 34 TYPE Il OAH CONCRETE POLES (25' Type:

737 Shatgun Road, . Laudergale, FL 33326 " AFG )
BRI T B rons Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # ' A
12-0008F2C
Notes:
JOB NO: PROJECT: CUSTOMER:
8 GROUND WIRE LENGTH OF POLE 34 Fr.
g
EMBEDMENT 9 ¥
STANDARD PIFE SPECIFIED Ecaaan il
TENON
HEIGET ABOVE
X GROUND ~BD_FT.
LI jLI ©
I} ] WEIGHT 2700 iBs.
I I :
i I WIND VELOCHPY
N T (caph) 1201140 | 150
I I} '
i oA #
= I ) 12| 6 | 4
ol 1 » I
g fH " POLY P’?E\]\ \l i Above embedment shown in Sand.
- I 7 I Gther embedment depth may be
.'é_ 1 Ty 5 HAD (“ [ required for other soil condition.
WiTH
Il i !

HO
ALUMINUM COVER

ki
3 r-
"E' b -
i . || ¥ bl
g 2 - .,,HM Z PE; ek STANDARD PIPE TENON SIZE
[re} % [+
- H & H c,ja Nominel Diameter | Outside Diameter
a2 i | ; ‘ in in
g ® ¥ ® A {in} {in)
&l 5| || I 2" z 3/8”
{/ _,./“‘;‘\\— '@_ Ei) .
2 1/2 2 7/8"
3!! 3 1/2”
ki 3 1/2" 4”
7 /
4" 4 1/2"
Plasge order temon

by nominal diameter.

11 1/2"

34 ft. TYPE 1I-0 POLE

1380 N.E. 48th Street
Pompano Beach, FI 33064

PHONE: (954) 781—4040 . v
(800) 7494041 PI‘E“‘CaSt SpeCIaltlES, InC.

FAX: (054) 781-3539 SALES & ADMINISTRATVE Precast and Prestressed Concrete




SESCO Lighting G18-1-2XL-400PSMH-VOLT-STD | Type:

Description:

757 Shoigun hoad, R, Lauderdle, £ 33325 FINISH-HS-PTF2-1 A H S
Tl SR B T DRI Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Notes: ADVISE VOLTAGE & FINiSH

Job

Type:

Notes:

Guliwi

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems u WI ng
Fage 1 of 3 G18 Area Luminaires
The Philips Gardeo Gullwing is an area luminzire defined by its sleek profile and rugged construction. The housing
is one-piece, die cast aluminum and mounts directly to a pole or wall without the need of a separate support \_
arm. The multifaceted arc-image duplicating optical systems provide IES Types |, I, I, IV and ¥ distributions. The

door frame is single-piece diecast zluminum and retains an optically clear tempered flat glass lens. The luminaire
is completely sealed and gasketed preventing intrusion from meisture, dust and insects. Gullwing luminaires
are finished with 2 fade and abrasion resistant TGIC powdercoat. Flat glass lens luminaires provide full cutoff
performance. Sag Lens luminaires provide cutoff performance.

PREFIX MOUNTING DISTRIBUTION WATTAGE YOLTAGE FINISH COPTIONS

Enter the arder code into the appropriate box obove. Mote: Gordio reserves the right to refuse o conflguration. Not all ¢
are vafid. Refer to notes below for exclusions and limitations. For questiens or concerns, please consult the factory.

PREFIX MOUNTING DISTRIBUTION (Sec NOTES below)
,V:GIS- 48 g & i Single Pole Mowric 1 Type |, Horizontaf Lamy
2 Twin Pale Mounc at 180° ,.yzx'l'.' o T
2@90 Twin Pole Mount at 54° 3XL Type Ill, Horizonwal Lamp
3 3-way Pole Mount at 90° 4L Type ¥, Horizontl Lamp
3@120°  3-way Pole Mount ac 120° BLC Backlight Control
4 4-way Pole Mount Q TFype ¥, Horizentl Lamp
w Wall Mount, Recessed |-Box AF: Concentrated Optic for
w5 Wall Mount, Surface Conduit Autcmotive Front Row Applications

WATTAGE YOLTAGE

Puise Start Mt 100MH* 250PSMH &  350PSMH* © BYSPSMH" 120 240 347

uise Start 150MH? 250PS90™ ey 40DFEMH! © 208 177 480
Magnetic Ballost

175PSMH & 320PSMH* € 750PSMH" 200-277 CMPE, MCE and PSE types oniy.

Standard MF 175MH 250MH’ 400MH?

Magnetic Ballast
CosmoPolis ) NOTES:
i 0CMPE 1. Not availoble ahove 400 watts.
E GOCHPE

E:ef_‘r’j} e i”f‘;’; 140CMPE 2. Available in 210MCE, 3ISMCE, 250P590.

e i 250PSMH and 4D0PSMH wottages oak.

MasterColor Elite THOMCE3KE 315MCE-3K S 3. Requires EZB/BT28 lamp.

Electronic System 4. Furnished with sag glass lens ony.

6 7e OMCE-4} & I1SMCE-4K i 5. Mogul bose lomp required.

e Nates 674,10 6. 347V and 480V CMPE and MCE systems
Pulse Start MH include and require on cuxiliiary transformer,
Electronic Ballast 150PSP & 175PSE © 250PSE & IIOPSE! © 7. CosmoPolis and MasterColor Elite Systems

{Sec Note 9) are supplied with forap.
- 8. Available with LumiSiep baliost Option. see poge 2.
High Pressure Sodium T0HPS 150HPS 400HPS 750HPS 9. See 05 / G924 Tuble on page 2.
y 10."-3K" suffix specifies @ 3000°K fomp ond
Maognetic Baliast 100HES 250HPS 600HPS 4K suffix specifies o 4000°K lomp.

Low Pressure Sodium
Magnetic Batfast

35LPS

# 17SMH, 250MH and 400MH not available for sale in the United States,

#« 150PS90 inclides a 90% efficient magnetic PSMH boltast meeling the requirements of
Lalifornia Title 20, effective 17112010,

Wottages marked with Circle "E™ meet federal energy efficiency standords
applicable to 150 watt through 500 wott metof halide luminaires only.

1611 Clovis Barker Road, San Marcos, TX 78666 pH I ll ps

(800) 227-0758 {512) 753-1000 FAX: (512} 753-7855 sitelighting.com
© 2012 Koninklijke Philips Electronics NV, All Rights Reserved.

Philips Gardco reserves the right to change materials or modify the design of its product without
notification as part of the company's continuing preduct improvement pragram. GA R D co

79115-85/0612




SESCO Lighting

- Description:
737 Shokgun Read, P Laiderdile, 71 35526 FINISH-HS-PTF2-1
Tél {35%) 472-0568 Fai: (55} 213703 Pfoject:

Notes:

G18-1-2XL-400PSMH-VOLT-STD

Type:

HS

HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 2 of 3 G18 Area Luminaires
FINISH OPTIONS
BRP Bronze Paint F" Fusing I Head TR1®™  Single Transicion
BLP Black Paint LF In-Line/In-Pale Fusing TR2" Twin Transition
WP White Paint PC™ Photocontrof and Receptacle PTF2*® Pole Top Fitter - 2 3/8”: 3" Dia. Tenon
) . PCR Photocontrol Receptacle only PTF3"  Pole Top Fitter - 3" - 3 1/2” Dia.Tenon
NP Naturat Aluminum Paint . . av
oc Outional Color Pai POLY"  Polycarbonate Sag Lens PTF4" Pole Top Fitter - 3 1/27 - 47 Dia. Tenon
ptienal Color Paint » - .
Specify Optional Color or SG _Sag 'Glass Lenjn_t.s_. N SQPTF® Square Pole Top Fitter
RAL ex: OCLGP or OC-MUOZWH-S Incernal Floliseside: Shield GMR"  Provision for Gardco Motion Response
sc Special Paint Qs’ Quartz Swandby L&% LumiStep Ballast & hour
Specify. Must supply cofor chip, QST Quartz Standby - Timed Delay L8 LumiStep Ballast & hour
Q924  Quarwz Emergency L10# LumiStep Ballast 10 hour
T924° Quartz Emergency - Timed Dela;
9. See QSIG724 Table. Q 5 Q: gency ¥
1. Not available above 400 watt RPA1 3" Round Pole Adapter
2. Not availsble in 480V, RPA2"¥ 4" and 5" Round Pole Adapter
Provide specific input voftoge. 17 ™M -
73. 230W maximum. Polycarbonale lenses MF ast Arm Fizzer
corry a 1 year warranty only. , -
14. In liew of flot glass. Supplied stondard ond required with 750 wott and higher wottages. COUHIDTT Masifilin QEarez
15. Required for 3" Q.D, round or tapered round poles where top 0.D. is less than 47 Lamp Watts - Lamp Wats
16. Required for 4"~ 5™ G.D. round poies.
17. Mounts to o 2-3/8" O.D. mast arm. 175 watts or less 100 Waus
18 Mounts to a 2-3/8 Top Tenon. Specify o pole with o 4.50" 0.D. for o smooth transition.
19. Not availoble in 120° mounting configurations. Above 175 watts 150V
20, Requires & 2-318"0.D. x 4" tenon or ¢ 24" round pole tap O.D. Spedily Drifing (1, 2, 290, 2 or 4 only) up to 400 warts tes
21. Avallable only with 17SPSMH through 400PSMH and 150HPS through 400HPS wattages. Includes
duakfeve! copacitor ond wiring to connedt to Gardco Motion Respanse System. QS, QST Q924 QT924 are not avaiiable with CMPE, MCE ar
22. Available with CasmoPolis system only. See submittal sheet GE200-005 for complete information on LumiStep ballasls. PSE wattages or in iuminaires above 400 watts HID.
DIMENSIONS AND EPA
31 12" - .
8001 em —— 18
45.72 ¢m
612" ——
16.66 cm \ I
11 1/2"
2921 em

v

lass len

*
av
2032 em

1611 Clovis Barker Road, $an Marcos, TX 78666

(800) 2270758 (512) 753-1000 FAX:(512) 753-7855
© 2012 Keninklijke Philips Electronics NLV. All Rights Reserved.
Philips Gardeo reserves the right te change materials or modify the design of its praduct without
notification as part of the company’s continuing product improvement program.
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SESCO Lighting |oescripiion: G18-1-2XL-400PSMH-VOLT-STD

FINISH-HS-PTF2-1 AHS
Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

737 Shotgus Road, R, Laliderdale, FL 33335
ek f954) 479568 Fac £5534) $T0973

Notes:

Type:

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 3 of 3

SPECIFICATIONS

G18 Area Luminaires

GENERAL DESCRIPTION: The Philips Gardco Gullwing is an
area luminaire defined by its sleek profile and rugged construction.
The housing is one-piece, diecast aluminum and mounts directly
to a pole or wall without the need of a separate support arm. The
multifaceted arc-image duplicating optical systems provide IES Types
I 1L L, 1Y and V distributions. The door frame is single-piece diecast
aluminum and retains an opticafly clear tempered flat glass lens. The
luminaire is completely sealed and gasketed preventing intrusion from
maoisture, dust and insects. The Gullwing luminzires are finished with a
fade and abrasion resistant TGIC powdercoat.

HOUSING: A one-piece die cast aluminum housing mounts directly
to a pole or wall without the need for a support arm. The low profile
rounded form reduces the effective projected area of the luminaire to only
128201

LENS ASSEMBLY: A single-piece diecast aluminum lens frame
hinges down from the housing and is secured by a stainless steel
lanyard and hinge pin.

An optically cfear, heat and impact resiseant tempered flat glass lens is
mechanically secured with eight retainers. The electrical and optical
chambers are thoroughly sealed with a one-piece memory retentive
hollow-core EPDM gasket to prevent intrusion by moisture, dust, and
insects.

QPTICAL SYSTEMS: The segmented optical systems are
manufactured from homogenous sheet aluminum which has been
electrochemically brightened, anodized and sealed. The multifaceted
arc image duplicating systems are designed to produce IES Types | {1),
1 {2XL), Nl (3XL), IV (4XL and BLC), and V (Q). With the 2XL, 3XL
and 4XL luminaries, the reflector facets form z conical fan around the
arc tube with each facet positioned to be precisely tangent to the top
of the arc tube.

The lampholder is glazed porcelain with a nickel plated screw shell.
Position-orfented mogul base sockets to accept high output horizontal
metal halide lamps are supplied standard.

ELECTRICAL: All electrical components are UL recognized
and factory tested. Electronic and magnetic HID ballasts are high
power factor and mounted on a unitized tray with quick electrical
disconnects. Magnetic HID ballasts are the separate component type.
Electronic 2nd magnetic HID ballasts are capable of providing reliable
tamp starting down to -20°F / .29°C.

Luminaires provided with the CosmoPolis or MasterColor Elite high
performance ceramic metal halide electronic systems include high
power factor electronic balfasts, designed specifically for the system
selected.

FINISH: Each standard color luminaire receives a fade and abrasion
resistant, electrostatically applied, thermally cured, triglycidal

‘isocyanurate {TGIC) textured polyester powdercoat finish. Standard

colors include bronze {BRP), black (BLP}, white (WP), and natural
aluminum (NP). Consult faccery for specs on optional or custom
colors.

LABELS: All luminzires bear UL or CUL {where applicable) Wet
Location labels.

WARRANTY: Philips Gardco luminaires feature a 5 year limited
warranty. See Warranty Information on www.sitelighting.com for
complete details and exclusions. Polycarbonate lenses carry a 1 year
warranty only.

FULL CUTOFF PERFORMANCGE: Full cutoff performance means a luminaive distribution where zero candela intensity occurs at an angle at or above 907 above nadir .
Additionally, the candela per 1000 lamp humens does not numerically exceed 100 (10 percent) ac a verocal angle of B0® above nadir This applies o alt laceral angtes around the

luminaire.
CUTOFF PERFORMANCE: Cutoff performance means a luminaire distribution where the candela per 1000 lamp lumens does not numerically exceed 15 (2.5 percent) at an

1611 Clovis Barker Road, San Marcos, TX 78666 .
(800) 227-0758 (512) 753-1000 FAX: (512} 753-7855 sitelighting.corn

anglé at or above 90° above nadir, and 100 {10 percent) at a verdcal angle of BD” above nadin. This applies 1o all lateral angles around the fuminalre.
© 2012 Koninklijice Philips Electronics M.V, All Rights Reserved,
Philips Gardco reserves the right to change materials or madify the design ¢f its product without

netification as part of the company's continuing product improvement program. GA R D Co
79115-85/0612




SESCO Lighting oo™ 34' TYPE Il OAH CONCRETE POLES Type:

737 Shotgun Sad, AL Ladergale, £ 33336 | FrOJeCE: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # A H S
Sei: (5541 4749888 Fac. (955 416723 12-0008F2C
Notes:
JOB NO: PROJECT: CUSTOMER:
#8 GROUND WIRE LENGTH OF POLE 34 FrT.
BN
EMEEDMENT 9 FT
STANDARD PIPE —~ SPECIFIED ——
TENON
HEIGHT ABOVE
_ . GROUND 25 FT.
L upr €
I T] WEIGHT 2700 18s.
I I
I H WIND VELOCITY
I H (mph) 1201140 | 150
1 Il
o FpAD
= 1 ¥ iRl 1215 | 4
af " i
g [} 17 POLY PPE\F \\l | Above embedment shown in Sand.
_ P ’ | Other embedment depth may be
a (] 3" 5" HAND [ required for other seil condition.
. = HOLE WK |
© il ALUMINUM COvER F\ |
; -
3 e
It L‘ﬁ‘ .
£ L 2 I
= b ' Ll STANDARD PIPE TENON SIZE
ZH =T NS 2 TT %
g b ll i % ; : 'cj) Nominal Diameter Outside Diametsr
5 ' m (1n) (in)
g ou I Ay g ; "
5t > (|| i 2 2 3/8
L _@_ -
[‘/ 21 / 2” 2 7 / 8
3” 3 1/2"
i 3 1/2" 4"
™~
4" 4 1/2”
Pleage order tenon
by nominal diameter.

1 1/2"

34 ft. TYPE 1I-0 POLE

] = a8 ~
k

Pompano {Beoc)h. FI 33064
PHONE: (954) 781-4040 . .
(800) 749-4041 Pre—Cast Specialties, Inc.
FAX: (954) 781-3539 SALES & ADMINISTRATVE Precast and Prestressed Concrete




SESCO Lighting G18-1-3XL-400PSMH-VOLT-STD Tvpe:

- Description:
737 Shotgun Road, R, Laudercale, P, 33325 FINISH-HS-PTF2-1 B H S
el (554} 4740863 Facs (953) 4720923 Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Notes: ADVISE VOLTAGE & FINISH

Job:
Type:
Notes:
Gullwi
Featuring CosmoPolis and MasterColor Elite Electronic HID Systems u Wl ng
Page 1 of 3 G18 Area Luminaires
The Philips Gardco Gullwing is an area luminaire defined by its sleek profile and rugged construction. The housing
is one-piece, die cast aluminum and mounts directly to a pole or wall without the need of a separate support \
arm. The multifaceted arc-image duplicating optical systems provide IES Types I, il, I}, IV and V distributions. The
door frame is single-piece diecast aluminum and retains an optically clear rempered flat glass lens. The luminaire
is completely sealed and gasketed preventing intrusion from moisture, dust and insects. Guilwing luminaires
are finished with a fade and abrasion resistant TGIC powdercoat. Fiat glass lens luminaires provide full curoff
performance. Sag Lens luminaires provide cutoff performance.
PREFIX MOUNTING DISTRIBUTION WATTAGE YOLTAGE FINISH OFTIONS
Enter the order code Jnlo the appropricte box above. Mote: Gordeo reserves the right to refuse a confipuration. Mot off combirtions and <onfig
re valid. Refer 1o notes below for exclusions and limitations, For questions or concerns, please consult the factery.
PREFIX MOUNTING DISTRIBUTION (See NOTES below]
’VIGT&' | ,"l Single:Pole Mol 1 Type |, Horizanral Lamp
2 Twin Pole Mount at 180° 2XL Type |I, Horizontal Larmp
2@90 Twin Pole Mount at %0° *3 {5 dype-lll;HepizantzlLamp
3 3-way Pole Mount at 90° 4XL Type IV, Horizoneal Lamp
3@120°  3-way Pole Mount at 120° BLC Backlight Control
4 4-way Pole Mount Q TypeV, Horizontal Lamp
w Wiall Mount, Recessed |-Box AF? Concenmrated Optic for
wSs Wall Mount, Surface Conduit Automotive Front Row Applications
WATTAGE YOLTAGE
Bulse § MY 100MH* I50PSMH © 350PSMH' © A75PSMH" 120 240 347
ulse start 150MH> 250PS90+ (- 400FSHH! & 208 277 480
Magnetic Ballast _
17SPSMH  © 320PSMH’ ®  750PSMH" 200-277 CMPE, CE and PSE types anly
Stondord MH
I5MH" 256MH 400 -
Magnetic Ballost 178M MH
CosmoPofis NOTES;
— . FOCMPE 1. Not avdilable above 400 watls.
Syst HOCMFPE .
!{:Sfe?.:\g:ic 6)’:;’;‘? 140CHPE 2. Avoilable in 2 TOMCE. 315MCE, 250P590.
hd Ll 250PSMH ond 400PSMH wattages only.
MasterColor Elite T1GMCE-3K & JISMCE-3K 3. Requires E28/8728 lomp.
Efectromic Systens 4. Furaished with sag glass fens omy.
5,78 15 21CMCE-4K ¢ 31SMCE-4K 5. Mogul bose lamp required.
{Sez Motes 67,7 14) & 347V and 480V CMPE ond MCE systems
Pufse Start MH - intlude and raquire on auxilliory tronsformer
Electronic Baliast 150PSE © 175PSE % 150PSE & 310PSE © 7. CosmoPoiis and MosterColor Elite Systerns
(See Note 9) . ore suppiied with Jamp.
T TS0RFS TooRPS STorirS 8. Available with LumiStep ballast Option, see poge 2.
High Pressure Sodum 03 spufs 4 300K o nd
N " ] an
Magnetic Batlost 100HPS 250HPS SOOHPS 4K suffix specifies a 4600°K fomp.
Law Pressure Sodium
35LPS
Magnetic Ballast
* 175MH, 250MH and 400/H not avoifabie for sele in the United States. \_I
=< 250PS90 includes a 0% efficient magnetic PSMH baltust, meeting the requirements of
Lalifornic Titie 20, effective 11112010,
Watiages marked with Circle "E" meet federal energy efficiency standards
applicable to 150 want through 500 wott metol halide luminaires only.

1611 Clovis Barker Road, San Marcos, TX 78566 p H I lg ps

(800) 227-0758 (512) 753-1000 FAX:({512) 753-7855 sitelighting.com
@ 7012 Koninklijke Philips Electronics N.Y. All Rights Reserved.
Philips Gardco reserves the right to change matesials or modify the design of its praduct without

notification as part of the company’s continuing product improvement program. 6 GA R D co
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FINISH-HS-PTF2-1

737-Shotgun Asad, P Lavderdale, Fl, 33326
61 {5563 474-0969 Fas [953) 4145733

Notes:

SESCO Lighting |pescrption: G18-1-3XL-460PSMH-VOLT-STD Type:

HS

Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 2 of 3 G18 Area Luminaires
FINISH OPTIONS
BRP Bronze Paint F" Fusing In Head TRi®  Single Transition
BLP Black Paint LF In-Line/!n-Pale Fusing TR2'®  Twin Transition
WP White Paint pPC? Photocontrol and Receptacle ”PTFI“ Pale Top Fitter - 2 3/8™ - 3" Dia.Tenon
NP Natural Aluminum Paint PCR Phatacontrol Receptacle only PTF3"”  Pole Top Fitter - 3" - 3 1/2” Dia. Tenon
) . POLY"  Polycarbonate Sag Lens PTF4"  PoleTop Fitter - 3 172" - 4" Dia. Tenon
oc Qprional Color Paint SGH Sag Gla__ss Lens SQPTF™ Square Pole Top Fitter

Shecify Optional Color or
RAL ex: QC-LGP or OC-RALTOZ

sC Special Paint
Specify. Must supply <ofor ¢chip.

4_—' HS ,lﬁternil':ﬂﬁﬁsesidé. Shield
Qs Quartz Standby
QST Quarz Sendby - Timed Delay
Q924°  Quartz Emergency
T924* Quartz Emergency - Timed Dela
9. See Q5/Q924 Toble. Q 15 2 Raund P Ig A;)’ Y
17. Not available above 400 watt RPA ound Fole Adaprer
12. Not availabie in 480V, RPA2"™ 4" and 5" Round Pole Adaprer
Provide specific input valtage. 17 Mast Arm Fitt
13, 250W maximum. Polycorbongte fenses MF ast Arm Fitter
corry @ 1 year worranty onfy.
14 In liew of fiat gloss. Supplied stondard and required with 750 watt ond higher weartages.
15. Required for 3" O.D. round or tapered round poles where top O.D. s Jess than 47,
16. Required for 47 5" Q.D. round pofes.
17. Mounts te o 2-3/8” G.D. mast arm.
18, Mounts to a 2-3/8"Top Tenon. Specify a pole with a 4.50" 0.0, for o smogih tronsition.
19. Not ovailable in 120° mounting configurations.
20 Requires a 2-3/8"0.0. x 4" tenon or a 2.4” round pole top 0.D. Specify Driling (1, 2, 2@%0. 3 or 4 only)
21. Available only with 175PSMH through 400PSMH and T150HPS through 400HPS wottages. lacludes -
duaklevel capocitor and wiring te connect to Gardeo Motion Response System.
22 Avaifable with CosmoPolis system only. See submittol sheet GE200-005 for complete information on LumiStep ballasts.

DIMENSIONS AND EPA

GMRY  Provision for Gardco Motion Response
L&z LumiStep Ballast 6 hour

Lg® LumiStep Ballast § hour

L0 LumiScep Ballast 10 hour

175 warts or less 100 Watts

Above 175 watts

p to 400 warrs 150 Wares

Q5. QST Q¥24, QT924 are not ovolloble with CMPE, MCE or
PSE wattoges or in lJumindires above 400 woits HiD.

312 -
80.01 em

S

18"
45.72 cm

H

6 1/2"
16.66 cm
1112 +

2921 cm

l

./
=

1611 Clovis Barker Road, San Marcos, TX 78666

(80D) 227-0758 (512) 753-1000 FAX:(512) 753-7855 sitelighting.com

® 2012 Koninklijke Philips Elecaronics N.V. Alt Rights Reserved.

Philips Gardeo reserves the right to change materials or modify the design of its product without
notification as part of the company’s continuing product improvement program.
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Type:

SESCO Lightin otion: G18-1-3XL-400PSMH-VOLT-STD
SESCO MGG  |oescrpton L ISHHS-PTF2.1 BHS
el (TS Fasa 1955) aF073 Project: HIALEAH WATER & SVWER PHASE 1 & 2 REVISED # 12-0008F2C

Notes:

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 3 of 3

SPECIFICATIONS

G18 Area Luminaires

GENERAL DESCRIPTION: The Philips Gardco Gullwing is an
area luminaire defined by its sleek profile and rugged construction.
The housing is one-piece, diecast aluminum and mounts directly
to a pole or wall without the need of a separate support arm. The
multifaceted arc-image duplicating optical systems provide |ES Types
I I, Ik |V and V distributions. The door frame is single-piece diecast
aluminum and retains an optically <lear tempered flat glass lens. The
luminaire is completely sealed and gasketed preventing intrusion from
moisture, dust and insects. The Gullwing luminaires are finished with a
fade and abrasion resistant TGIC powdercoat.

HOQUSING: A one-piece die cast aluminum housing mounts directly
to a pole or wali without the need for a support arm. The low profile
rounded form reduces the effective projected area of the luminaire to only
1.2 41 md

LENS ASSEMBLY: A single-piece diecast zluminum lens frame
hinges down from the housing and is secured by a stainless steel
lanyard and hinge pin.

An optically clear, heat and impact resistant tempered flat glass lens is
mechanically secured with eight retainers. The electrical and optical
chambers are thoroughly sealed with a one-piece memory retentive
hollow-core EPDM gasket to prevent intrusion by moiscure, dust, and
insects.

QPTICAL SYSTEMS: The segmented optical systems are
manufactured from homogencus sheet aluminum which has been
electrochemically brightened, anodized and sealed. The mulifaceted
arc image duplicating systems are designed to produce |ES Types I (1},
11 {ZXL), 11 (3XL), IV {(4XL and BLC), and ¥ (Q). With the 2X1, 3XL
and 4XL luminaries, the reflector facets form a conical fan around the
arc tube with each facet positicned to be precisely tangent to the top
of the arc wbe.

The lampholder & glazed porcelain with a nickel plated screw shell.
Position-oriented mogul base sockets to accept high output horizontal
metal halide lamps are supplied standard.

ELECTRICAL: All glectrical components are UL recognized
and factory tested. Electronic and magnetic HID ballasts are high
power factor and mounted on a unitized tray with quick electrical
disconnects. Magnetic HID ballasts are the separate component type.
Electronic and magnetic HID bailasts are capable of providing reliable
lamp starting down o -20°F / -29°C.

Luminaires provided with the CosmoPolis or MasterColor Elite high
performance ceramic metal halide electronic systems include high
power factor electronic bajlasts, designed specifically for the system
selected,

FINISH: Each standard color luminaire receives a fade and abrasion
resistant, electrostatically applied, thermally cured, triglycidal
isocyanurate (FGIC) textured polyester powdercoat finish, Standard
colors include bronze {BRP), black (BLP), white (VWWP), and natural
aluminum {NP). Consult factory for specs on optional or custom
colors.

L ABELS: All luminaires bear UL or CUL (where applicable) Vet
Location labels.

YWARRANTY: Philips Gardco luminaires feature a 5 year limited
warranty. See Warranty Information on www.sitelighting.com for
complete details and exclusions. Polycarbonate lenses carry a 1 year
warranty only.

FULL CUTOFF PERFORMANCE: Full cutoff performance means 2 luminatre distribution where zero candela intensity occurs at an angle at or above 90° above nadir .
Additionally, the candela per 1000 famp lumens does net numerically exceed 100 (10 percent) at a vertical angle of 89° above nadir. This applies to alt lateral angles around the

luminaire.
CUTOFF PERFORMAMNCE: Cutoff performance means a luminaire distribution where the candela per 1000 lamp lumens does not numerically exceed 25 (2.5 percent) atan

angle at or above 90° above nadir. and 100 (10 percent) at a vertical angle of 80° above nadir. This applies to all tateral angles around the luminaire.

1611 Clovis Barker Road, San Marces, TX 78668

(800) 227-0758 (512) 753-1000 FAX:(512) 7527455  sitelighting.com

© 2012 Koninklijke Philips Etectronics N.V. Alt Rights Reserved.

Philips Gardco reserves the right to change materials or medify the design of its produet witheut
notification as part of the company’s continuing product impravement program.
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SESCO Lighting |oecpion 34 TYPE Il OAH CONCRETE POLES (25' |

737 $hotgun Rozg, R, Lauderdate, FL 13325 " AFG) B H S
e BRI T BRhaRaTE Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED #
12-0008F2C
Notes:
JOB NO: PROJECT: CUSTOMER:

#8 GROUND WIRE LENGTH OF POLE 84 Fr.
Bﬂ
EMBEDMENT
STAN%EFD PIPE ~ SPECIFIED 9 _FT
0N
| mmeen | o
L LI ©
T I WEIGHT 2700 18s.
I I :
I I WIND VELOCITY
% ¥ s 120 | 140 | 150
Fl I '
[ as
g ¥ ey 1256 | 4
e Y i ll
<1 Y 1oy peE | ™ Above embedment shown in Sand.
o 11 t Other embedment depth may be
éi Y 3% 5* HAND ~" H required for other soil condition.
S - HOLE WITH
© H AUMNGM cover i\ 1]
. L -
i L
§ - b B bl
g1 & el = bl STANDARD PIPE TENON SIZE
= = I = I 5
g - I ' % : : "u,‘-_, Nominal Diameter Outside Dlameter
g 3 | : = H {in) (in)
5| 5 HW I 2 2 3/8"
L 2 1/2” 2 7/8"
3” 3 1/2!)
=¢> .. n "
ii 3 1/2 4
4” 4 1/2"
Pleane order tenon
I by nemineal diameter.

11 1/2"

34 ft. TYPE II-0 POLE

1380 N.E. 48th Street
Pompano (Beoc)h. F1 33064
PHONE: (954) 781-4040 . .
(800) 7494041 PI’E"—CaSt SpeC].a].tleS, IHC
FAX: (954) 781-3539 SALES & ADMINISTRATVE Precast and Prestressed Concrete




SESCO Lighting |>=" G18-1-3XL-400PSMH-VOLT-STD FINISH-PTF2-1 | %

7357 Shotgus Soad, . ot FL3ss | P10t HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Tei- {5543 474-G868 Fav: {5383 474-9723 Notes: ADVISE VOLTAGE & FINISH
Job:
Type:
Notes:
Gullwi
Featuring CosmoPolis and MasterColor Elite Electronic HID Systems u WI ng
Page 1 of 3 G18 Area Luminaires
The Philips Gardeo Gullwing is an area luminaire defined by its sleek profile and rugged construction. The housing
is cne-piece, dig cast alumirum and mounts directly to a pole or wall without the need of a separate support -\
arm. The multifaceted arc-image duplicating optical systems provide IES Types [, Il, I}, 1V and V distributions. The
door frame is single-piece diecast aluminum and retains an optically clear tempered flat glass lens. The luminaire
is completely sealed and gasketed preventing intrusion from moisture, dust and insects. Gultwing luminaires
are finished with a fade and abrasion resisant TGIC powdercoat. Flat glass lens iuminaires provide full cutoff
performance. Sag Lens luminzires provide cutoff performance.
PREFIX MOUNTING DISTRIBUTION WATTAGE VOLTAGE FINISH OPTIONS
Enter the order code into the oppropriate box cbove. Note: Gardca reserves the right ta refuse a configuration. Not afl combinatians and configurations
ore valid. Refer to notes beiow for exclusions and fimitations, For questions or concerns, please consult the factory, I:I
PREFIX MOUNTING DISTRIBUTION (See NOTES below)
,yic_j;aj. 418" Gullwing Luminaire ,yﬁ;’- Single Pole Mot P Type |, Horizontat Lamp
2 Twin Pele Mount at 1807 XL Type Il, Horizontal Lamp
2@90 Twin Pole Mount at 90° "3XL Typedii Hodtzantal Lamp’
3 3-way Pole Mount at 90° 4xL Type IV, Horizontal Lamp
3@120°  3-way Pole Mount at 120° BLC Backlight Control
4 4-way Pole Mount Q Type V. Horizontal Lamp
w Wall Mount, Recessed J-Box AF: Concentrated Optic for
ws Wall Mount, Surface Conduit Automotive Front Row Applications
WATTAGE : VOLTAGE
Puise Start M 100MH? 250PSMH © 350PSMH' ® B75PSMH* 120 240 347
Ise Stort 150MH’ 250PS90% EN-A00PSMH © 208 277 480
Magnetic Ballost
§75PSMH_E 320PSMH’ @  750PSMH’ 200-277 CMPE, MCE and PSE types only.
Stondard MH 175MH 250MH 400MH"
Mopnetic Bollest
CosmoPolis NOQTES: !
Electronic System S0CHPE FOCMPE 1. N'o( ava:l;ble gbove 400 watls.
Sec Notes 4, 7.6.91 140CMPE 2. Availoble in 210MCE, 315MCE, 250590,
il bl ZS0PSMH and 400PSMH wattages only.
MasterColor Elite 24 OMCE-3K 345MCE-3K . 3. Requires EZ8/BT28 lomp.
Electronic System 4. Furnished with sag glass lens onfy.
. s 679 10 210MCE-4K 7 ITEMCE4K = 5. Mogul base famp required.
(See Motes 6.7.9.18) 6. 47V and 480V CMPE and MCE systems
Pulse Start MH include and require on Guxiliory transformer.
Electranic Ballast 150PSE* & 175PSE & 250PS$E & 320PSE’ © 7. CosmoPolis and MasterCoior Eiite Systems
(See Note 9 are supplied with famp.
. & Available with LumiStep baliost Option, see pege 2.
High Pressure Sodium JOHPS 150HPS 400HPS T50HPS 9. See S / Q924 Toble on page 2
. 10.“-3K" suffix specifies o 3000°K fomp ond
Magnetic Bafost 100HPS 250HPS 600HPS 4K suffix specifies a 4000°K lamp.
Low Presstrlre Sodium | o) o
Mognetic Bollast
= 775MH, 250MH and 400MH rot availeble for sale in the United Stotes. \._.‘
== 250P$90 includes @ 90% efficient magnetic PSMH bollast, meeting the requirements of
California Title 20, effective 1/1/2G10.
Waottages moerked with Circle "E™ meet federol energy efficiency standards
applicable to 150 watt through 500 wott metal halide luminaires only.

1611 Clovis Barker Road, San Marcaos, TX 786566 pH ! l! pS

(800} 227-6758 (512) 753-1000 FAX:(512) 753-7855 sitelighting.com
© 2012 Koninklijke Philips Electronics M.V, All Rights Reserved.

Philips Gardco reserves the right to change materials or modify the design of its product without
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Liahti Description: (318-1-3XL-400PSMH-VOLT-STD FINISH-PTF2-1 | VP¢
gﬁgf f,,fd, %Lﬁj‘uffﬁg Projectt  HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Tok (9541 4740858 Fis: (759 aT4.5703 otes:

Gullwing

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Page 2 of 3 G18 Area Luminaires
FINISH OPTIONS
BRP Bronze Paint F" Fusing In Head TRI™  Single Transition
BLP Black Paint LF In-Line/In-Pole Fusing TR2" Twin Transition
WP White Paint PC? Phetocontrol and Receptacle ~PprPTR? Pole'Top Fitcer = 2'3/8% -+ 3" Diz. Tenon
NP Natural Aluminum Paine PCR Photocontrol Receptacle only PTF3¥  Pole Top Fitter - 3" - 3 1/2" Dia. Tenon
) ) POLY"  Polycarbonate Sag Lens PTF4”®  PoleTop Fiter - 3 1/2” - 4" Dia. Tenon
oc ?pcllonal .COIOF Faint 5G* Sag Glass Lens SQPTF? Square Pole Top Fiter
pecify Optional Calor or . ’ o o .
RAL ex: OC-LGP or OC-RAL7024. HS Internal Houseside Shigld GMR Provision for Gardco Motion Response
£ 2 i
sC Special Paint QS Quarwz Standby . Lén LumEScep Ballast & hour
Specify. Must supbly cofor chip. QsT Quartz Standby - Timed Delay L8 LumiStep Ballast 8 hour
Q924"  Quarz Emergency L10% LumiStep Ballast 10 hour
QT924° Quartz Emergency - Timed Delay
5. See Q5/Q924 Table. .
11. Not availoble above 400 watt. RPA1™ 3" Round Pole Adapter
12, Not avaitable in 480V, RPA2Z® 4" and 5" Round Pole Adapter
Provide spedific inpul voltage. MF7 Mast Arm Fitter

13. 250W maximum, Polycarbonate lenses
carry o 1 yeor warcanty only.

7 - HID®
LU Lamp Watts

3bic
Maximum Quartz -

14.n liew of flot plass. Supphied stendard and required with 750 wott and higher woitages. frisltn i
15, Required for 3" C.D- round or tapered round poles where top O.D.1s fess thon 47 Lamp Waits -
16. Required for 4" 5" 0.D. round poles.

17. Mounts te o 2-3/8" C.D. most arm. 175 watts or less 100'Wares

18. Mounts 1o o 2-3/8"Tob Tenon. Specify a pole with a 4.50" 0.D. for @ smeoth transition.

19. Mot avaiiable in 120° ing configurati Above 175 watts

20, Requires a 2-3/8"0.D. x 4" tenon or a 2.4" round pole top 0.D. Specify Drifling (1, 2, 20090, 3 or 4 only) up 1o 400 watts 150 Was

21. Available only with 125PSMH through 400PSMH and 150HFS through 400HFS waltages. Includes
dupklevel capacitor and wiring to connect to Gardco Motion Response Systern.

22 Available with CosmoPalis system only. See submittal sheet GE200-00S for complete information or LumiStep ballasts.

DIMENSIONS AND EPA

QS, QST Q924 QT924 are not ovailable with CMPE. MCE or
PSE wattages or in lurminaires above 400 wotts AID.

31 12" . X
80,01 cm 18
4572 em
6 12" —
16.66 cm \ ]
11 142 ‘E; -7
2911 em \\ // /
Wi | L

=/

1511 Clovis Barker Road, San Marcos, TX 78666

(800) 227-0758

(512) 753-1000 FAX:{512) 753-7855 sitelighting.com
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SESCO Lighting
737 Sholgun Read, Rt. Lauderdaie, Fi, 33326
el: (554) 47496865 Fox. {954} 413-9°73 otes:

Description: G18-1-3XL-400PSMH-VOLT-STD FINISH-PTF2-1 | P
Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C B

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 3 of 3

SPECIFICATIONS

G18 Area Luminaires

GENERAL DESCRIPTION: The Fhilips Gardco Guliwing is an
area luminaire defined by its sleek profile and rugged construction.
The housing is one-piece, diecast afuminum and mounts directly
to a pole or wall without the need of a separate support arm. The
muitifaceted arc-image duplicating optical systems provide IES Types
I 1, I, 1V and V distributions. The door frame is single-piece diecast
aluminum and retains an optically clear tempered flat glass lens. The
luminaire is completely sealed and gasketed preventing intrusion from
moisture, dust and insects. The Gullwing lurninaires are finished with a
fade and abrasion resistant TGIC powdercoat.

HOUSING: A one-piece die cast afuminum housing mounts directly
to a pole or wall without the need for a support arm. The low profile
rounded form reduces the effective projected area of the luminaire to only
12241 ml,

LENS ASSEMBLY: A single-piece diecast aluminum lens frame
hinges down from the housing and is secured by a stainless steel
lanyard and hinge pin.

An optically clear, heat and impact resistant tempered flat glass lens is
mechanicatly secured with eight retainers, The electrical and coptical
chambers are thoroughly sealed with a one-piece memory retentive
hollow-core EPDM gasket to prevent intrusion by moisture, dust, and
insects.

QFTICAL SYSTEMS: The segmented optical systems are
manufactured from homogenous sheet aluminum which has been
electrochemically brightened, anodized and sealed. The multifaceted
arc image duplicating systems are designed to produce IES Types | (1),
IF (2XL), M (3XLY, IV (4XL and BLC), and V {Q). With the 2XL, 3XL
and 4XL luminzries, the reflector facets form a conical fan around the
arc tube with each facet positicred to be precisely tangent to the top
of the arc tube,

The lampholder is glazed porcelain with a nickel plated screw sheil.
Position-oriented mogut base sockets to accept high output horizontal
metal halide lamps are supplied standard.

ELECTRICAL: All electricat components are UL recognized
and factory tested. Electronic and magnetic HID ballasts are high
power factor and mounted on 2 unitized tray with quick electrical
disconnects. Magnetic HID} ballasts are the separate component type.
Efectronic and magnetic HID ballasts are capable of providing reliable
lamp starting down to -20°E / -29°C.

Luminaires provided with the CosmoPelis or MasterColor Elite high
performance ceramic metal halide electronic systems include high
power factor electronic ballasts, designed specifically for the system
selected.

FINISH: Each standard coler luminaire receives a fade and abrasion
resistant, electrostatically applied, thermally cured, triglycidal
isocyanurate (TGIC) textured polyester powdercoat finish. Standard
colors include bronze (BRP), btack (BLP), white (WP}, and natural
aluminum {NP}. Consult factory for specs on optional or custom
colors.

LABELS: All luminaires bear UL or CUL {where applicable) Wez
Location labels.

WARRANTY: Philips Gardco luminzires feature a 5 year limited
warranty. See Warranty Information on wwwi.sitelighting.com for
complete details and exclusions. Polycarbonate lenses carry a 1 year
warranty only.

FULL CUTOFF PERFORMANCE: Full cutoff performance means a luminaire distribution where zero candela intensity occurs at an angle at or above 90° above nadir .
Additionally, the candela per 1000 lamp lumens does not numerically exceed 100 {10 percent) at a vertical angle of 80” above nadir. This applies to aff lazeral angles around the

luminaire.

CUTOFF PERFORMANCE: Cutoff performance means a luminaire distribution where the candela per 1000 Jarp lumens does not numerically exceed 25 (2.5 percent) at an

angle at or above $0° above nadir and 100 (10 percen) at a vertical angle of 80° above nadir. This applies to all lateral angies around the luminairve.

1611 Clovis Barker Road, San Marcos, TX 78666

(800) 227-0758 {512) 7531000 FAX:(512) 753-7855 sicelighting.com
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SESCO LIghting |vescipton: 34 TYPE Il OAH CONCRETE POLES (25' Type:

11 1/2"

34 ft. TYPE II-0 POLE

737 Shotgun Road, 1. Lauderdaie, FL 33326 A FG) B
B Rem Project:  HIALEAH WATER & SWER PHASE 1 & 2 REVISED #
12-0008F2C
Notes:
JOB NO: PROJECT: CUSTOMER:
#8 GROUND WIRE LENGTH OF POLE 34 FT
6!‘
EMBEDMENT g s
STANDARD PIPE ~~ SPECIFIED e
TENON
HEIGHT ABOVE
- GROUND _25 FT
L L ©
H I WEIGHT 2700 188
El i
[ i WIND VELOCITY
([ 1 (xaph) 1201140 | 150
Pl v N
[ i
= 1 I ) 12| 6 | 4
al 11 " I " _
z il 1" POLY P!PE\'F \\] } Above embedment shown in Sand.
- 11 11 Other embedment depth may be
§_ N 3% 5 HAND —— I required for other sefl condition.
. = HOLE WITH
o P audiNom cover i\ 1
3 ri--
% b
I NI I A
& § sperm = A= STANDARD PIPE TENON SIZE
Ml 3 T S I % )
b : l % H 'o!n Nominal Diameter Outside Diameter
5 ! - H (1) (i)
Bl w I Ay H ”
I 1 2" 2 3/6
N _w..
L 2 1/2" 2 7/8"
3” 3 1/2”
%!Q EEH] 4"
N 3 1/2
41: 4 1/225

Please order tenon
by nominal diameter,

1380 N.E. 4Bth Street
Pompano Beach, F1 33064
PHONE: {954) 781-4040
{800) 749-4041
FAX: (954) 781-3539 SALES & ADMINISTRATIVE

Pre—Cast Specialties, Inc.

PUSE

Precast and Prestressed Concrete




Staaia e | Descripton: G18-1-4XL-400PSMH-VOLT-STD FINISH-PTF2-1 |7
ffhﬁf ;g,,, R"ﬁi'ﬁffg?zs Project:  HIALEAH WATER & SWER PHASE 1 & 2 REVISED #12:0008F2¢ | (G

TE: (9543 4740080 Fau, (54) 4349773 Notes: ADV[S E VO LTAGE & F l N l S H

Jab:
Type:
Notes:

Featuring CosmoPelis and MasterColor Elite Electronic HID Systems G u l IWI ng

Page 1 of 3 G18 Area Luminaires

The Philips Gardco Guilwing is an area luminaire defined by its sleek profile and rugged construction. The housing
is one-piece, die cast aluminum and mounts directly to a pole or wall without the need of a separate support \

arm. The multifaceted arc-image duplicating optical sysiems provide 1ES Types I It IE, IV and V distributions. The
door frame is single-piece diecast aluminum and retains an optically clear tempered fiac ghss lens. The luminaire
is completely sealed and gasketed preventing intrusion from moisture, dust and insects. Gullwing luminaires
are finished with a fade and abrasion resistant TGFC powdercoat. Flat glass Jens luminaires provide full cutoff
performance. Sag Lens luminaires provide cutoff performance.
PREFIX MOUNTING DISTRIBUTION WATTAGE VOLTAGE FINISH OPTIONS
PSME oL’ ‘DFINISH E!
Enter the order code into the appropriate box above. Note: Gordeo reserves the right 1o refuse o configurotion. Not olf combinations and configurati 5
are valid, Refer to rigtes below for exclusions and limitations, For questions or coacerns, pleose consult the factory.
PREFIX MOUNTING DISTRIBUTION (See NOTES below}
Gia 4 ] —'1 Sin ol 1 Type |, Horizontal Lamp
2 Twin Pole Mount at 180° XL Type I, Horizontal Lamp
2@90 Twin Pola Mount at $0° XL Type M, Horizontal Lamp
3 3-way Pole Mounc ac 90° X1 Type IV Horizortal Eamp.
y P!
3@120°  3-way Pole Mount at 120° BLC! Backlight Contro
4 4-yay Pole Mount Q Type V. Horizontzl Lam|
Y 7P P
w Wall Mount, Recessed }-Box AF? Concentrated Optic for
ws wall Mount, Surface Conduit Automotive Front Row Applications
WATTAGE VOLTAGE
100MH® 250PSMH ©  350PSMHT D 875PSMH* 120 240 347
Pulse Stort MH e .
Magnetic Ballast 150MH* 250P590* (- 4OOPSMH: © 208 277 480
¢ 175PSMH © 320PSMH ®  750PSHH" 200-277 CMPE MCE and PSE types oniy.
Standard M 175MH° 250MH’ 400MH’?
Magnetic Boost
CosmePolis NOTES:
Electronic System H0CMPE $OCMPE 1. Mot avoilable above 400 woits. |
’ 578 140CHMPE 2. Available in 21OMCE, 31SMCE, 250PS90,
{See Notes 6.7.8.9)
250PSMH ond 400PSMH wattages onfy.
MasterColor Elite 21OMCE-3K 3SMCE-IK 3. Requires EZ8/BT28 famp.
Electronic System 4. Furnished with sog gloss fens anly
[See Notes 6.7,9.16) Z10MCE-4K ISMCE-4K 1 5. Mogul bose fomp required.
- 5. 247V and 436Y CMPE and MCE systems
Pulse Start MH include and require on cuxifiary transformer.
Efectranic Bailast $50PSE’ & +75PSE & 250PSE & 320PSE: 7. CosmoPolis ond MasterCalor Elite Systems
{See Note 9 are supplied with famp. N
— 8 Available with LomiStep baliost Qplion, see page 2.
Figh Pressure Sodium TOHPS t50HPS 400HPS 750HPS 9. See QS { Q924 Table on page 2.
N 10."43K" sujfix specifies @ 3060°K lamp and
Magnetic Ballast 1Q00HPS 250HPS S500HPS 4K suffic specifies @ 4000°K famp.
Low Presstjere Sedivm I5LPS
Magnetic Ballost
= {75MH, 250MH and 400MH ot ovailable for sale in the United States. [___J
=4 250PS90 includes o 90% efficient magnetic PSMM bollast. meeting the requiremeats of
Cofifornia Title 20, effecrive 11112010,
Wattages marked with Circle "E” meet federal energy efficiency stondords
applicable to 150 wart through 500 watt metal halide lumingires only.

1615 Clovis Barker Road, San Marcos, TX 78666 pH E ii @S

(800} 227-0758 (512) 753-1000 FAX:(512) 753-7855 sitelighting.com
® 2012 Koninklijke Philips Elecironics M.V, All Rights Reserved.
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737 Shotgun Road, Rt, Laudeidate, FL 33326
e 5561 47 TEES Fa s {95a) 4209772 Notes:

. ighti Description: (518-1-4XL-400PSMH-VOLT-STD FINISH-PTF2-1 | %
SESCO Lighting Project:  HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

G18 Area Luminaires

Page 2 of 3

FINISH OPTIONS

BRP Bronze Paint F" Fusing In Head

BLP Black Paint LF In-Linefln-Pole Fusing

WP White Paint pPCH Photocontrol and Receprade

R

NP Natural Aluminum Paint PC ; Photocontrol Receptacle only
Ontional Color Pai POLY"  Polycarbonate Sag Lens

oC ptional Color Paint sG™ Sag Ghss Lens

Specify Optional Calor or

RAL ex: OC-LGP or GC-RALTOZA, HS Internal Houseside Shield
5

s5C Special Paint Qs Quartz Szsdby .

Specify. Must suppiy color chip. QsT Quartz Standby - Timed Delay

Q924°  Quarz Emergency
T924° Quartz Emergency - Timed Dela
9. See QSHQ924 Table. Q ot Q gency ¥
11. Not gvailable abave 400 watt. RPA 3" Round Fole Adapter
12. Not available in 480V, RPA2* 4" and 5" Round Pole Adapter
Prowide specific input voltage. MFY Mast Arm Fitter

13. 250W maoximum, Polycarbonate fenses
carry @ 1 year warronty only.

4. In liew of flot gloss. Supplied stondard and required with 750 watt and highes wattages.

15. Required for 3" O.D. round or 16pered round poles where tap Q.D. is less thon 47,

16. Required for 4"- 5" 0.D. round poles.

17. Mounts to ¢ 2-3/8" O.D. mast arm.

18, Mounts to @ 2-3/8"Top Tenon. Specify o pole with a 4.50" 0.0, for a smootk transition.

19. Not oveilable in 120° mounting configurations.

0. Requires 0 2-2/8"0.D. x 4" teron or 0 2.4" round pele top 0D Specify Oriting {1, 2, 2ZE)90. 3 or 4 only)

21 Avaitable only with 175PSMH through 400PSMH and 150RPS through 400HPS wattages. Includes
duat-level capacitor end wiring to connect to Gardco Maiion Response System.

22.Avoilable with CasmoPolis system only. See submiteal sheet GE200-005 for complete inforemation on LumiStep ballasts.

DIMENSIONS AND EPA

TR1®  Single Transition

TR2"® Twin Transition

PTEZ®  Pole Top Fitter < 2:3/8" < 3" DiaiTenon
PTF3"  Pole Top Fitter - 3" - 3 1/2” Dia. Tenon
PTF4Y  Pole Top Ficter - 3 1727 - 4" Dia. Tenon
SQPTF? Square Pole Top Finer

GMR?®  Provision for Gardco Mation Response
L6 LurniStep Ballast 6 hour

X2 LumiStep Ballast 8 hour

L10# LumiStep Ballast 10 hour

Maximum Quartz
T ampWartts© T

175 watts or fess . 100 Warrs

Abeve 175 watts

up £ 400 warts 150'Wares

Q5. QST Q924 QT924 are not ovailoble with CMPE, MCE or
PSE woltages or in Juminaires abave 400 waits HID.

31127
80.01 cm

Y

18
4572 ¢cm

11 172"
2921 ¢m

|

F K W
16.61(1’11 . \\\ }/ /

1411 Clovis Barker Road, San Marcos, TX 78666

(800) 227-0758 (562} 753-1000 FAX:(512) 753-7855 sitelighting.corn

© 2012 Koninklifke Philips Electronics N.V. All Rights Reserved.

Philips Gardco reserves the right to change materials or modify the design of its product without
notification as part of the company’s continuing preduct improvement program.
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"0 Li ir Description: (348-1-4XL-400PSMH-VOLT-STD FINISH-PTF2-1 [ <
SESCO Lighting Project:  HIALEAH WATER & SWER PHASE 1 & 2 REVISED # 12-0008F2C | (T

747 Shotgun Road, R, Laiderdale, FL 33326
Tel: {9591 424-5865  Fac {954} 4739723 otes:

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 3 of 3

SPECIFICATIONS

G18 Area Luminaires

GENERAL DESCRIPTION: The Phifips Gardco Gullwing is an
area luminaire defined by its sleek profile and rugged construction,
The housing is one-piece, diecast aluminum and mounts directly
to a pole or wall without the need of a separate support arm. The
multifaceted arc-image duplicating optical systems pravide [ES Types
L1, 1K IV and V distributions. The door frame is single-piece diecast
aluminum and retains an optically clear tempered flat glass lens. The
luminaire is completely sealed and gasketed preventing intrusion from
moisture, dust and insects. The Gullwing luminaires are finished with a
fade and abrasion resistant TGIC powdercoat.

HOUSING: A cne-piece die cast aluminum housing mounts directly
to a pole or wall without the need for a support arm. The fow profile
rounded form reduces the effective projected area of the luminaire to only
12211 m2

LENS ASSEMBLY: A single-piece diecast aluminum lens frame
hinges down from the housing and is secured by a stainless steel
lanyard and hinge pin.

An optically clear, heat and impact resistant tempered flat glass lens is
mechanically secured with eight rewiners. The electrical and optical
chambers are thoroughly sealed with a one-piece memory retentive
hollow-core EPDM gasket to prevent intrusion by moisture, dust, and
insects.

OPTICAL SYSTEMS: The segmented optical systems are
manufactured from homogenous sheet aluminum which has been
electrochemically brightened, anodized and sealed. The multifaceted
arc image duplicating systems are designed to produce IES Types | (1),
Il (2XL), I (3XL), IV (4XL and BLC), and V (Q). With the 2XL, 3XL
and 4XL luminaries, the reflector facets form a conical fan around the
ar¢ tube with each facet positioned to be precisely tangent to the top
of the arc tube,

The lampholder is glazed porcelain with a nickel plated screw shell.
Position-oriented mogul base sockets to accept high output horizontat
metal halide lamps are supplied standard.

ELECTRICAL: All electrical components are UL recognized
and factory tested. Electronic and magnetic HID ballasts are high
power factor and mounted on a unitized tray with quick electrical
disconnects. Magnetic HID ballasts are the separate component type.
Electronic and magnetic HID ballasts are capable of providing refiable
lamp starting down 1o -20°F / -29°C,

Luminaires provided with the CosmoPalis or MasterColor Elite high
performance ceramic metal halide electronic systems include high
power factor electronic ballasts, designed specifically for the system
selected.

FINISH: Each standard color luminaire receives a fade and abrasion
resistant, electrostatically applied, thermally cured, triglycidal
isocyanurate (TGIC) textured polyester powdercoat finish. Standard
colors include bronze {(BRP), black {BLP), white (WP}, and natural
aluminum (NP). Consult factory for specs on optional or custom
colors.

LABELS: All luminaires bear UL or CUL (where applicable} Wet
Location labels.

WARRANTY: Philips Gardco luminaires feature a 5 year limited
warranty. See Warranty Information on www.sitelighting.com for
complete details and exclusions. Polycarbonate lenses carry a 1 year
warranty oniy.

T

FULL CUTOFF PERFORMAMCE: Full cutolf performance means 2 luminaire distribution where zero candela intensity occurs at an angle at or above 907 abave nadir -
Addidonally, the candefa per 1000 lamp lumens does nor numerically excesd 100 (10 percent) at 2 vertical angle of 80" above nadir. This applies to all fateral angles around the

luminaire.

CUTOFF PERFORMANCE: Cutoff performance means a fuminaire distribution where the candela per 1000 lamp lumens does not numerically exceed 25 (2.5 percent) at an
angle at or above 90° above nadir.and 100 (10 percent) at a vertical angle of B0® above nadir. This applies to zll faterat angles around the luminaire.

Philips Gardco reserves the right to change materials or modify the design of its product without

notification as part of the company's continuing preduct improvement program. GARDCO

79115-85/0612
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SESCO Lighting

. 34 TYPE Il OAH CONCRETE POLES (25' Type:

4 Description
- ?375}13&{91.!_»R;ad,'ﬂ.téﬁdar’da:e. Fl.33335 AFG) C
eI TS Tl ) 1 Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED #
12-0008F2C
Notes:
JOB NO: PROJECT: CUSTOMER:
#a GROUND WIRE LENGTH OF POLE 34 FT.
Bh
EMBEDMENT
STANDARD PIPE SPECIFIED 8 _FT.
TEN
HEIGHT ABOVE
) GROUND _25 T
L L i
I T WEIGHT 2700 18s.
Il I
[ 1 WIND VELOCHTY
[ I (mph) 120|140 | 150
Il I '
e . . »
3 I Il S i 125 | 4
sl H * I -
3 E 1" PoLY PIPE\/\ \\I i Ahove embedment shown in Sand.
. il I Other embedment depth may be
g‘i N ' 5" HAND ¥ required for other sejl condition.
5 - | HOLE WiTH
© I ALUMINUM COVER fi\ !
¥ r
il Lﬁ"' .
B 1 n " |
= % sl = -y STANDARD PIPE TENON SIZE
ol = I 2 11 "
g - : | % ; ! ',,I-., Nominal Diameter OQutside Diameter
% ' = | (i) (in)
g1, I R [ "
51 5 |1 i 2" 2 3/8
| ‘%J“
[-/ 21/ 2" 2 7/8"
q” 31 / 2"
i:l: 3 1 " 4!’
T~ /2
4” 4 1/2”
Please order temcn
by nominal diameter,
i1 1/2"
34 ft. TYPE II-O POLE
1380 N.E. 48th Street
Pompano (Eecc)h, FlI 33064
PHONE: 954) 781-4040 . .
(800) 749-4041 Pre—Cast Specialties, Inc.
FAX: (954) 781—3539 SALES & ADMINISTRATIVE Precast and Prestressed Concrete




SESCO Lighting
731 Shotgun Road, A, Lauderdale, FL 33376
Tek: {554} 47T Foc: (9553 474003

G18-2-4XL-400PSMH-VOLT-STD Type:

Description: FINISH-PTF2-2 C D B L

Project:  HIALEAH WATER & SWER PHASE 1 & 2 REVISED #
12-0008F2C
Hotes: ADVISE VOLTAGE & FINISH

Job:
Type:
MNotes:

Featuring CosmoPolis and MasterCoelor Elite Electronic HID Systems G u I IWI ng

Page 1 of 3

The Philias Gardco Gullwing is an area luminaire defined by its sleek profile and rugged construction. The housing

is one-piece, die cast aluminum and mounts directly to a pole or wall without the need of a separate support \_
arm. The multifaceted arc-image duplicating optical systems provide IES Types 1, I, Il], IV and V distributions. The
door frame is single-piece diecast aluminum and retains an optically clear tempered flat glass fens. The luminaire
is completely sealed and gasketed preventing intrusion from moisture, dust and insects. Gullwing luminaires
are finished with a fade and abrasion resistant TGIC powdercoat. Flac glass lens luminaires provide full cutoff
performance. Sag Lens luminaires provide cutoff performance.

PREFIX MOUNTING

G18 Area Luminaires

DISTRIBUTION WATTAGE VOLTAGE FINISH OPTIONS

0 9 PTF2

[

Enter the order code into the oppropriate box sbave. Mote: Gordco reserves the right to refuse o configuration. Not alf combinations and configurations
are volid Refer to notes below far exclusions and iimitations. For questions or concerns, pledse consult the factory.

PREFIX MOUNTING DISTRIBUTION (5ee NOTES below}
GI1E 48" Gullwing Luminaire 1 Single Pole Mount " Type |, Horizontal Lamp
,'2 Twin-Pele:Mountar:180° XL Type |, Horzontal Lamp
2@90 Twin Pole Mount at 90° 3XL Type Ili, Horizontal Lamp
3 3-way Pele Mount at 50° ,':4;)(!.- Type IV, HorizontatiLaip
3@120°  3-way Pole Mount at 120° BLC’ Backlight Control
4 4-way Pole Mount Q Type V, Horizontal Lamp
w Wall Mount, Recessed J-Box AF: Concentrated Optic for
wSs Wall Mount, Surface Conduit Automotive Front Row Applications
WATTAGE YOLTAGE
Pulse Start M 100MH® 250PSMH ®  350PSMH'©® 875PSMH* 120 240 347
M*:Jsfwt:‘c’go”ost 150MH: 250PS90*t i 400PSMH: © 208 277 480
€ 175PSMH ® 320PSMH’ ©®  750PSMH' 200-27T CMPE, MCE and PSE types only,
Standqrd MH 175MH’ 250MH° 400MH"
Magnetic Ballast
G Fol NOTES:
;ff"":ij{':: e |socHPE 90CMPE 1. Not avoilable abave 400 watis.
;Se”N’r (“",89) 140CMPE 2. Avollable in 210MCE, 315MCE, 2500590,
SIS A% 250PSMH and 400FSMH wattages oniy.
MasterColor Efite ZHOMCE-3K & 315MCE-3K & 3. Requires E28/BT28 fomp.
Electronic System 4. Furnished with seg glass lens only.
{See Motes 6.7, 10 Z1OMCE-4K -~ 31 5MCE-4K 5. Mogul base lamp required.
— 4. 347V and 480V CMPE and MCE systems
Puise Start MM include ond require an auxifliary transformer.
Electronic Baflast [S50PSE* o $7SPSE & 250PSE & 320PSE? & 7. Cosmofofis and MasterColor Elite Systems
(See Nate %) are supplied with lomp.
- 8. Avoilgble with LumiStep ballast Gption, see poge 2.
High Pressure Sodium TOHPS 150HPS 400HPS 75CHPS 9. See QS / G924 Table on poge 2.
. 703K suffix specifies ¢ 3000°K lamp end
Mognetic Bafiast 100HPS 256HPS 600HPS “-4K suffix specifies a 4000°K lomp.
Low Pressyre Sodium 35LPS
Magnetic Ballost

Colifornia Title 20 effective 11172010

= {75MH. 250MH and 400MH not availahle for sale in the United States,

#5 250PS90 includes a 9G% efficient magnetic PSMH baltas, meeling the requirements of

Waottages morked with Circle "E” meet federol energy efficency standards
applicable to 150 watt through 500 watt meta! halide luminaires only.

1611 Clovis Barker Road, San Marcos, TX
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SESCD Lig hti“g Description:
737 Shetgun Road, R Laiderdele, 7l 33226 FINISH-PTF2-2
T4 {556} 4740569 Foa: {953} 470973 Praject;

12-0008F2C
Notes:

G18-2-4XL-400PSMH-VOLT-STD

Type:

CDBL

HIALEAH WATER & SWER PHASE 1 & 2 REVISED #

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 2 of 3 G18 Area Luminaires
FINISH OPTICNS
BRP Brenze Faint F" Fusing In Head TRI® Single Transition
BLP Black Paint LF In-Linefln-Pele Fusing 'I‘RZ'E Twin Tr;}nsil:ioq
WP White Paint pPCn Phatocontrot and Receptacle ,'PTFZ"’ ‘PoleTop Fitter:
NP Natural Aluminum Pains PCR Photocontrot Recepracle only PTF3"™  Pole Top Fitter - 37 - 3 1/2" Dia. Tenon
onal € ) POLY"  Polycarbonate Sag Lens PT#4*  Pole Top Fitter - 3 172" - 4" Dia. Tenon

oc Optjonal . olor Paint SGH Sag Glass Lens SQPTF® Square Pole Top Fitter

Specify Optional Color or . . . - .

RAL ex: OC-LGP or OC-RALT024. HS Internal Houseside Shield GMR?*  Provision for Gardce Motion Response

3 bl i

SC Special Paint Qs Quartz Standby . LtS22 Lum!Step Bailast & hour

Specify. Must supply color chip. Q5T Quartz Standby - Timed Delay L3 LumiStep Ballast 8 hour

Q924  Quartz Emergency L1o% LumiStep Ballast 10 hour
T924° tz B - Timed Dela
9. See (S/Q924 Table. Q . Q,,u;r mergeAnq ' Y
11. Not available above 400 watt RFA1™ 3" Round Pole Adapter
12. Not available in 480V, RPA2'® 4" and 5" Round Pole Adapter
Provide specific input vollage. MF” Mast Arm Fitter

13. 250W maximum. Polycarbonate lenses
carry 6 1 year warranty only,

14.In Jiev of flat glass. Supplied standard and required with 750 wait ond higher walloges.

15. Required for 3" Q.. round or tapered round poies where top 0.0, s less than 4%,

16. Required for 4™ 5™ O.0. round poles.

17. Mounts to @ 2-3/8" O.D. mast orem.

18. Mounis to @ 2-3/8"Top Tenon. Specify @ pole with @ 4.50° Q.D. for o smooth transition.

19. Not available in 120° mounting configurations.

20. Requires @ 2-3/8"0.D. x 4" tenon or @ 2.4" round pole top O.D. Specify Driling (1. 2. 2@90. 3 or 4 only)

21 Availoble oy with 175PSMH through 400PSMH ond 130HPS through 400HPS wattages. includes
duokievel capacitor ond wiring 2o connect to Gardco Molion Response System.

22, Availoble with CosmoPalis system only. See submitial sheet GEZ00-00S for complete information on LumiSte bollgsts.

DIMENSIONS AND EPA

© Maximum Quartz -

rrrrr T ambWaRs T
175 watts or less 100 Warts
Above 175 watts 150'Wares
up to 400 watts

@S, QST 924, Q1924 are not avaifable with CMPE, MCE or
PSE wattages or in Jumingives above 400 watts HID.

31
80.01 cm

18"
45.72 em

1

612"

11 1/2° ‘

16,66 c¢m

——

2921 cm

l

=
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SESCO Lighting
737 Shotgun Reed, R, Lauderdale, £L 73326
T {3583 49-DBES  Fa: (9597 474973

Description:

Project:
12-0008F2C
Notes:

G18-2-4XL-400PSMH-VOLT-STD

FINISH-PTF2-2
HIALEAH WATER & SWER PHASE 1 & 2 REVISED #

Type:

CDBL

Featuring CosmoPolis and MasterColor Elite Electronic HID Systems

Gullwing

Page 3 of 3

SPECIFICATIONS

G18 Area Luminaires

GENERAL DESCRIPTION: The Philips Gardco Gullwing is an
area luminaire defined by its sleek profile and rugged construction.
The housing is one-piece, diecast aluminum and mounts directly
to a pole or wall without the need of a separate support arm. The
multifaceted arc-image duplicating optical systems provide IES Types
1, 1, dll, 3V and V distributions. The door frame is single-piece diecast
aluminum and retains an optically clear tempered flat glass lens. The
luminaire is completely sealed and gasketed preventing intrusion from
maisture, dust and insects. The Gullwing luminaires are fintshed with a
fade and abrasion resistant TGIC powdercoat.

HOUSING: A one-piece die ¢ast aluminum housing mounts directly
to a pole or wall without the need for a suppert arm. The low prafile
rounded form reduces the effective projected area of the luminaire to only
12f 11 m

LENS ASSEMBLY: A single-piece diecast aluminum lens frame
hinges down from the housing and is secured by a stainless steel
lanyard and hinge pin.

An optically clear, heat and impact resistant tempered flat glass lens is
mechanically secured with eight retainers. The electrical and optical
chambers are thoroughly sealed with'a one-piece memory retentive
hollow-core EPDM gasket to prevent intrusion by moisture, dust, and
insects.

OPTICAL SYSTEMS: The segmented optical systems are
manufactured from homogenous sheet aluminum which has been
electrochemically brightened, anodized and seated. The multifaceted
arc image duplicating systems are designed to produce 1ES Types | (1),
11 (2XL), 1 (3XL), IV (4XL and BLC), and V {Q). With the 2XL, 3XL
and 4XL luminaries, the reflector facets form a cenical fan around the
arc tube with each facet positioned to be precisely tangent to the top
of the arc tube.

The lamphalder is glazed porcelain with a nickel plated screw shell.
Position-ortented mogul base sockets to accept high output horizontal
metal halide lamps are supplied standard.

ELECTRICAL: All electrical components are UL recognized
and factory tested. Electronic and magnetic HID baltasts are high
power factor and mounted on a unitized tray with quick electrical
disconnects. Magnetic HID ballasts are the separate component type.
Efectronic and magnetic HID ballasts are capable of providing reliable
lamp starting down to -20°F 1 -29°C.

Luminaires provided with the CosmoPolis or MasterColor Elite high
performance ceramic metal halide electronic systems include high
power factor electronic ballasts, designed specifically for the system
selected.

FINISH: Each standard color luminaire receives a fade and abrasion
resistant, electrostatically applied, thermally cured, triglycidal
isocyanurate {TGIC) textured polyester powdercoat finish. Standard
colors include bronze (BRP), black {BLP}, white (WP), and naturai
aluminum {NP), Consult factory for specs on opticnal or custom
colors.

LABELS: All luminaires bear UL or CUL (where applicable) Wet
Location fabels.

WARRANTY: Fhilips Gardco luminaires feature a 5 year limited
warranty. See Warranty information on www.sitelighting.com for
complete details and exclusions. Polycarbonate lenses carry a 1 year
warranty only.

FULL CUTOFF PERFORMANCE: Full cutoff performance means 2 luminaire distribution where tero candela intensity accurs at an angle at or above %07 abave nadir .
Additionally. the candefa per 1000 lamp lumens daes not humerically exceed 100 (10 percent) ac a vertical angle of 80° above nadir This appliss to all lateral angles around the

iuminaire.

CUTOFF PERFORMANCE: Cutolf performance means a luminaire distribution where the candela per 1000 lamp tumens does not numerically exceed 15 {2.5 percent} at an
angle at or above 90° above nadir, and 100 (10 percent} at a vertical angle of 80" above nadir. This applies to all laterat angles around the lumiraire.

PHILIPS

G carpco

1611 Clovis Barker Road, San Marcos, TX 78666
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SESCO Lighting 34' TYPE Il OVERALL CONCRETE POLE Type:

. . Description:
737 Shotgus fsad, R, Laaderdale, FL 35305 {25' AFG)
T R Project: HIALEAH WATER & SWER PHASE 1 & 2 REVISED # CDBL
12.0008F2C
Notes:
JOB NG: PROJECT: _ CUSTOMER:
48 GROUND WiRE LENGTH OF POLE 34 Fr.
&
EMDEDMENT
STANDARD PIPE SPECIFIED 9 _FT.
TENON e
HEIGHT ABO
: GROUND s
LI LI ©
1T 11 WEIGHT 2700 18s.
I I , —
P f WIND VELOGCITY _
[ i (xniph) 1205140 | 150
P H '
gl T MAXTMUM EPA* 2] 5 A
£ 1 i {2q. ft.)
T E] -
22 |1 1" POLY PIP{J\ \sl | Above embedment shown in Send.
f_’ 1 H Other embsdment depth may be
g_ ] 3" 5" HAND — I required for other soil condition.
z * HOLE WiTH '-‘1
© B ALUMINUM Cover {1\ 11
E ri-
] L“ﬁ“‘ -
£ [ " [
z el = b STANDARD PIPE TENON SIZE
A Fl g I N
g e : | % : ‘ Bl.‘, Nominal Diexneter Outside Diamater
& 5 :: 2 1 i | A
31 30 1) ) I 2" 2 3/8”
/"'\t:h]-d “&" 3 B
[/ 2 1/2" 2 7/8
3" 3 1/2°
i? 3 1/2" 4"
o /
4" 4 1/2°
Flease order tenon
i by nominal diameter.
1 1/2"
34 ft. TYPE II-0 POLE

1380 N.E. 48th Street
Pompano Beach, Fl 33064

PHONE: (954) 781—4040 . .
ano% 749—4041 Pre—Cast Specialties, Inc.

FAX: (054) 781-3539 SALES & ADMINISTRATWE Precast and Prestressed Concrete




Type:

Description: 101-FT-100MH-VOLT-STD FINISH

SESCO Lightin
737 Shatgun Read, . Lg,,m L ﬁgﬁ Projectt  HIALEAH WATER & SWER PHASE 1 & 2 REVISED # WO
e (354) 4745688 Fow: (958) 41900 12-0008F2C

Notes: ADVISE VOLTAGE & FINISH

Job:
Type:
Notes:

Featuring CosmoPolis Electronic HID System 1 00 LI n e

Page 1 of 3 101 Performance Sconce

The Philips Gardco 101 Trapezoidal Wedge high performance sconce luminzires are designed to integrate
naturally to wall surfaces. The 101 luminaires are available with three (3} different distribution patterns
Each luminaire is designed to accept HID sources up to 175MH, and Compact Fluorescent up to (2) 42W.
Housings are sealed throughout, completely excluding moisture, dust, insects and contaminants.

101 luminaires installed in the normal downlight positien and with a flat glass lens, provide full
cutoff performance.

PREFIX DISTRIBUTION WATTAGE VOLTAGE FINISH OPTIONS
Enter te order code into the appropriate box obave. Mote: Philips Gorduo reserves the right to refuse o configuration. Not ol combinati and configurations are
valid. Refer io poles below for exciusions and limitations. For questions or concerns, please consull the foctery,

PREFIX DISTRIBUTION
10 & yitd ,'FT Forwaid Throw  NetAwniiable withiFldorescent oriLP$isobices.
WT Wide Throw Nat Available with Fluorescent or LPS sources.

101EMC  Emergency Sconce, Cold Temperature MT Medium Throw
101EMR  Remote Emergency Sconce

Refer to confiiguration chart below for available combinations.

WATTAGE AND YOLTAGE
LAMP {YOLTAGE CHART - 101
Yoltage
HiD® 120 ] 208 [ 240 | 277 | 347 [ 480 50CMPE
S0CMPE . 200-277 | B
SOMH . 1 T . R B 40 Wait CosmoPolis
S e e high performonce electionic
70MH * * * . L D cerpmic MH lamp and
/' 100MH . . . . . . bollasr syster.
150MH - . . - . . Available i FTWT and MT
175MH** . . . . . . Ayoitable 120V or
e 200¥ - 277V oaly.
gasals o ET | wr | M1 | 120 [ 208 | 240 [ 227 | 347 [ 40
JOCMHE' UNIV i Bliorescen, S _ .
1GO0CMHE! UNIY — = MH, CMHE and HPS types 226QF : | - . . :
s LR Ry P ORI requie medium based E17 tomps. 32TRF R R A = .
35HPS . | T All MH 150W and below are : MR
S0HPS . . ! : puke start by design, 232TRFY | .7 1 . o | R .
700PS N - " N " N including CMHE 1ypes. JITRF E i ; N .
f00HPS . . - . . . == 175MH not avaliable 242 TRE B I . e |- N
— for sale in the United Stores. : ki R il
150HPS - . . . .
18LPS - LI 1. Fluorescent ond CMHE iumingires feature electronic bollests that occept 120V through
’ 277%  50hz to 60bz, inpul Specify “UNIV" voitage far 120V through 277V
MH -
fuarcscent Metal Hu?nde N 2. One (i) lamp is powered in emergency mode with EM, EMC and EMR types with the
26QF UNIV . : CMHE - Ceramic Metal Halide BE4CC oplion.
226GF UNIV N : with Electronic Baifost 3. Availoble with ICE420 option. which bawers two (2) lamps in emergency mode. ICES20
: —— HPS - High Pressure Sodium opticn only ovailable with 226QF or 232TRE CAUTION: Maximum bottery pock input
32TRF UNIY . . LPS - Low Pressure Sodimn power for EMR units with [CE420 aption is 100 watts {83 emps) when heating clemeat
232TRF’ UNIV . TRF - Triple Tube Fluorescent is on. This is in addition 1o the normal input power for lemingire lamps and bollast.
42TRF' UNIV . QF - Quad Fluorescent 4_Availoble with 1162 aption, which powers two (2) lamps in emergency mode. Lamps are
wired in parallel I emergency mode, should one famp become inoperable. the temaining
242TRF’ UNIV ~ famp will aperate with a minimum totol initial ourput of 2.250 lumens,
5. Refer 10" 107 Emergency Sconce Table " on page 3 for oaditional infermation,

Combinations marked with a dot, shewn with "UNW" or
“200-277" ore available for ordering.

1415 Clovis Barker Road, San Marcos, TX 78666 @H g E’g ps
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SESCO Lighting
737 Shotgun Reag, Ft. Lauderdase, L 33326
sei: {91 4749688 Fues {5541 420

Project:
12-0008F2C
Notes:

Description: 401-FT-100MH-VOLT-STD FINISH
HIALEAH WATER & SWER PHASE 1 & 2 REVISED #

Type:

WO

Featuring CosmoPolis Electronic HID System

100 Line

Page 2 of 3 101 Performance Sconce
FINISH OPTIONS
BRP Bronze Paint F* Fusing
: 7 6. 120V twough 277V onky.
BLP Black Paint PCB Button Type Photocontrol 7 Not avuiloble with 4804
WP White Paint Qs® Cuartz Standby 8. HID only. Not avafloble with CMHE Ballosts, FT Optics or in 480V,
. . R 100 watt Quariz moximum,
NP Natural Alurinum Paing Q5T Quirtz Standby - Timed Delay 9. WT Optic only. 150w HID masimam, 100w Quartz mashaum,
BGP Beige Paint Q9247 Quartz Emergency 10. WT Optic anly. SOCMHE or 70CMHE only. Supplied with
Opti P T924° warz Emergency - Timed Del two {2} 20W MR16 or two (Z) 35W MR1é Fiood {40° beam) lamps.
oc SPE:"I;%E;J lig:;}%:,f?::t Q I Quarzz Emergency e Dely 11. Nol ovailable with WG or POLY oplions. Not available with EM,
PAL ox.OCIGP o OCRALTO2Y, IRV Quarcz 12V Emergency EMC or EMR types.
sc S '.I Pai ’ QROMR™® ()MR16 12V Emergency - 20 Wart ;; :earA enr'rybferm;zcd,
pecial Faint . Mot Available with WL option.
Specify. Must supply color chip. Q35MR™* {)MR16 12V Emergency - 35 Want 14. 100 war HID maximum. Polycarbongte lenses carry @ 1 year
ELED"™® {NLED 13V Emergency Modules - 62 Wart worrgnty anly.
sL Solite® Diffusing Lens 15 ;A” Emengencs Ban:“ryd}’g;k;bl{;)r Eglaﬂdrypes MUST be ordered with
uminaires and suppiie ifips Gardco.
uT 5° Uptift 16. CAUTION: Maximum battery pack input power for EMR units with
WLUT War Location Doar for Inverted Mount {55420 oplion & 1.0.0 waits {83 om[{s) when heating eierne.n[
i on, This is in addition to the normal input power for lumingire
WS wall Mounted Box for Surface Conduit tamps and bofiost
WSIUT? WS Option wi5® Uptile 17. Lamps ore wired in parallel in emergency mode, should one famp
wWa" Wirs Guard Lecome inoperable, the remaining lomp will operate with a
ire uar reninimum total infticl outhut of 2,250 fumens.
1¥1214  Palycarl n 18. Availedle with CosmoPolis™ system only.
PO ycarbonate Sag lens ¥S .
L6" Lumi ~ Ball &h See submittaf sheet GE200-005
umistep - Baliast - our for complete infarmation on LumiStep™ ballasts.
Lg" Lurnistep™ Ballast - 8 hour 19.WT Oplic onfy. SRCMHE or TOCMHE only. Supplied with two
P . ™ {2} 6.2 wott, 300 Jumen LED modules,
L70 ' !":;;tep Ballasl‘:s- 10 howr 20. Requires g seperate source of 12V power by others.
EMR LUMIN ES ONLY
B84CG Bodine Remote Emergency Pack
ICE420™  IOTA Remote Emergency Battery Pack
226QF ! 232TRF only.
11627 {OTA Remote Emergency Barrery Pack
226QF | 232TRF 1 242TRF only.
DIMENSIONS

Mounting Plate

[«— 45167 -—~—~+|

|

m
17.78 cm

uill

T

1 3/4" dia. 3"
7.62 cm

O 10.95 cm

4.4 ¢m

16 1/4"
41.28 ¢m

-

I
gv
22.86 cm

|

O

Mounting Bolt Pattern

Note: Mounting plate center is located in the center of the luminaire width and 3.5"(8.8%cm) above the luminzire bottom (iens down position). Splices must be
made in the J-box (by others). Mounring plate must be secured by max. 5/16" {:7%cm) diamerer bolts {by others) structrally to the wall.

1611 Clovis Barker Road, $San Marcos, TX 78646

(B00) 227-0758

(512) 753-1000 FAX:(512) 753-7855
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SESCO Lighting
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Project:
12-0008F2C
Notes:

Description: 104-FT-100MH-VOLT-STD FINISH
HIALEAH WATER & SWER PHASE 1 & 2 REVISED #

Type:

WO

Featuring CosmoPolis Electronic HID System

100 Line

Page 3 of 3

SPECIFICATIONS

101 Performance Sconce

GENERAL: Each Philips Gardco 101 luminaire is a wall mounted cucoff
luminaire for high intensity discharge or compact fluorescent lamps. Internal
components are totally enclosed in a rain-tight, dust-tight and corrosion
resistant housing. The housing, back plate and door frame are die cast
aluminum. A choice of three (3} optical systems is available. Luminaires are
suitable for wet locations {damp lecations if inverted).

HOUSING: Housings are die cast aluminum. A memory retentive gasket
seals the housing to the door frame to exclude moisture, dust, insects and
pollurants from the optical system. A black, die cast ribbed backplate dissipates
heat for longer lamp and ballast fife.

DOQOR FRAME: A single-piece die cast aluminum door frame integrates to
the housing form.The door frame is hinged closed and secured to the housing
with two (2} captive stainless steel fasteners. The heat and impace resistant 1/8
(.32cm) tempered glass lens and one-piece gasket are mechanically secured to
the door frame with four {4} galvanized steel retiners.

OPTICAL SYSTEMS: Reflectors are compaosed of specular extruded and
faceted components, electropalished, snodized and sealed. Reflector segments
are ser in arc tube image duplicating patterns to achieve the wide throw,
forward throw or medium throw doewnlight distributions.

ELECTRICAL:

STANDARD LUMINAIRES: Each high power factor HID core and
coil ballast is the separate component type. For luminaires provided with
CosmoPolis ™, each high power factor ballast is electronic, designed specificaily
far the CosmoPolis™ high performance ceramic meral halide electronic
sytem. All HID Ballasts are capable of providing reliable lamp starting down
to -20°F-29°C. Standard fluorescent units have a starting temperature of
0°F/-18°C. Standard fluorescent ballasts are high power factor electronic
solid state. Component-to-component wiring within the luminaire will carry
no more than 80% of rated current and is listed by UL for use at 600 VAC at
150°C or higher. Plug disconnects are listad by UL for use at 600 VAC, 15A or

higher.

LUMINAIRES FOR USE OUTSIDE NORTH AMERICA: Philips Gardco
has capability to pravide luminaires meeting requirements world wide. Consuic
the factory for specifications for projects outside North America,

LUMINAIRES with Q924 ! G122V | QMR26 /| QMR35 { ELED
OPTIONS: Luminaires with the Q%24 option require a separate source of
120V power (by others.) Luminaires with Q12V, Q20MR, Q35MR or ELED
oprions reguire a separare source of 12¥ power {by others.}

EMERGENCY LUMINAIRES: All emergency luminaires feature an
indicator light visible through the lens and a rest switch accessible through the
door assembly. Minimum battery pack ambient temperatures are as indicated
in the 101 Emergency Sconce Tzble. In the event of a power interruption,
emergency luminaires will power compact fluorescent lamps as indicated in
the 181 Emergency Sconce Table at reduced light levels for  minimum of 90
minutes,

EMR LUMINAIRES include a 7.5'72.29m, 12 wire, quick disconnect assembly
for wiring through conduit {by athers} to a B84CG, 1162 or ICE420 fluorescent
emergency battery pack. The fluorescent emergency battery pack MUST be
supplied by Philips Gardco. The B84CG option, the 1162 option or the ICE420 option
is required on the order to the factory.

CAUTION: Maximum batiery pack input power for EMR units with ICE420
aption is 100 warts (83 amps) when heating element is on. This is in addition o the
normal input power for lumingire lamps and ballast

101 Emergency Sconce Table”
10MEM {Integral) A°FH0°C
101EMC (Ihtegral) A°F1.20°C (1) 26,(1) 32,01
{1) 42 Watt Compact
i Fluorescent Lam
101EMR (Remot.e) with RO P
BB4CG Option
(2)26. ()32 or
1o E:‘;I;Rz(koemrote?? with ROHOC {2) 42 Ware Compact
peien Fluorascent Lamps
101EMR (Remote} with - {2) 26, or (2) 32 Wart
ICE420 Option® O°Fi-18°C Compact
Fluorescent Lamps
Notes:

21.See Philips Gardee Emergency Light Quiput Information {79115-155) for emergency
lumen cutpus dara.

22. Lamps are wired in parallel. In emergency mode, should one famp become
inoperable, the remaining tamp will aperate with a minimum tortal initial output of
2250 lumens.

23. CAUTION: Maximum batery pack input power for MR units with KZE420 option
is 100 watts (.83 amps} when heating element is on.This Is in addition to the
normal input power for luminaire lamps and batlast .

LAMPHOLDER: Pulse rated medium base sockers are glazed porcelain with
nickel plated screw shell. Fluorescent sockets are high temperature (PBT) with
brass contacts.

FINISH: Each standard coior luminaire receives a fade and abrasion resistanc,
electrostarically applied, thermally cured, triglycidal socyanurate (TGIC)
textured polyester powdercoat finish. Standard colors are as listed. Cansult
factory for specs on custom colors.

LABELS: All luminaires bear Ul or CUL (where applicable) Tabels, except as
noted. Lens down application is Wet Location and lens up is Bamp Location,
Emergency luminaires do not bear CUL iabel.

YWARRANTY: Philips Gardce luminaires feature a 3 year limited warranty.
See Warranty Information on sitelighting.com for complete derails and
exclusions. Pelycarbonate lenses carry a 1 year warranty only.

FULL CUTOFF PERFORMANCE: Full cutoff performance means a luminaire distribution where zere candela intensity occurs at an angle ac or above 90° above nadic .
Additianally. the candela per 1000 lamp lumens does not numerically exceed 100 (10 percent) at a vertical angle of f0° above madir. This applies to all lateral angfes araund the

luminqire.

CUTOFF PERFORMAMNCE: Cutoff perfarmance means a luminaire distribution where the candela per 1000 lamp lumens does not numerically exceed 25 (2.5 percent) at an
angle at or above 90° above nadir, and 100 (10 percent) at a vertical angte of 80° above nadir. This applies to all lateral angles around the luminaire.
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